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– For Internal CTDOT Use Only Discipline Subset Submittal Checklist  



The following check list shall be checked and attached to each discipline subset * 



prior to being digitally signed. 
 



Check Task Section in DPD 
Manual 



 1. Attach this checklist to the discipline subset. Section 3.1 



 2. Complete the following tasks using Bluebeam on 



the discipline subset? 



 



 a. Apply Page Labels Section 1.6.2 



 b. Apply Sheet Numbers Section 1.6.2 



 c.  Apply Watermark Section 2.4 



 d. Flatten Markups Section 2.4 



 e. Digital Signature Field Section 2.5.1 



       3. Type name and telephone number below.  
       4. Consultants using Thin Client Only 



     Engineer of Record digitally sign the plans. 



 



 5.  Upload, if not in Projectwise already, the 



discipline subset into the 100_Contract_Plans 
folder in Projectwise and attribute the document 



correctly? 



Section 3.2.4 



 a. Discipline = CT 



 b. Main Category = CON 



 c.  Sub Category = FDP, DCD, DCD2, 



ADP, ACD, DCO where applicable 
 d. Label = subset number and name. 



   Example of highways subset 
would be 03-Highways. 



   The label for a subset shall be the 



same for both FDP and 
DCD submittals. 



   Addendum submittals shall match 
FDP submittals with the addition 
of “_A#”. 



   Change Order Submittals shall 
match FDP submittals with 
the 
addition of “_C#”.  e. Description field is filled in with 



a description of the subset. 
 f. The applicable bridge no.(s) or signal 



intersection(s) were selected that is/are 
associated with this subset. 



 6.CTDOT Engineers or Consultants Using Thick Client 
    Forward link to Engineer of Record for Digital Signature 



 



 7. Apply the QA/QC stamp after the discipline 
subset has been digitally signed. 



Section 3.1 



I have performed and checked that all the tasks above were performed correctly. 
 



                    



                   Submitted By (Type in Name)                     Phone Number (Type in Phone Number) 



* Discipline subset includes the General subset and all other discipline subsets.  The 02Revisions does not need
a checklist attached.  The standard subsets already have a checklist attached to the index sheets.
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addition of "_C#". 
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The following check list shall be checked and attached to each discipline subset * 




prior to being digitally signed. 
 




Check Task Section in DPD 
Manual 




 1. Attach this checklist to the discipline subset. Section 3.1 




 2. Complete the following tasks using Bluebeam on 




the discipline subset? 




 




 a. Apply Page Labels Section 1.6.2 




 b. Apply Sheet Numbers Section 1.6.2 




 c.  Apply Watermark Section 2.4 




 d. Flatten Markups Section 2.4 




 e. Digital Signature Field Section 2.5.1 




       3. Type name and telephone number below.  
       4. Consultants using Thin Client Only 




     Engineer of Record digitally sign the plans. 




 




 5.  Upload, if not in Projectwise already, the 




discipline subset into the 100_Contract_Plans 
folder in Projectwise and attribute the document 




correctly? 




Section 3.2.4 




 a. Discipline = CT 




 b. Main Category = CON 




 c.  Sub Category = FDP, DCD, DCD2, 




ADP, ACD, DCO where applicable 
 d. Label = subset number and name. 




   Example of highways subset 
would be 03-Highways. 




   The label for a subset shall be the 




same for both FDP and 
DCD submittals. 




   Addendum submittals shall match 
FDP submittals with the addition 
of “_A#”. 




   Change Order Submittals shall 
match FDP submittals with 
the 
addition of “_C#”.  e. Description field is filled in with 




a description of the subset. 
 f. The applicable bridge no.(s) or signal 




intersection(s) were selected that is/are 
associated with this subset. 




 6.CTDOT Engineers or Consultants Using Thick Client 
    Forward link to Engineer of Record for Digital Signature 




 




 7. Apply the QA/QC stamp after the discipline 
subset has been digitally signed. 




Section 3.1 




I have performed and checked that all the tasks above were performed correctly. 
 




                    




                   Submitted By (Type in Name)                     Phone Number (Type in Phone Number) 




* Discipline subset includes the General subset and all other discipline subsets.  The 02Revisions does not need
a checklist attached.  The standard subsets already have a checklist attached to the index sheets.
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INSTALL 10 x10 TEE 
RESTRAIN ALL JOINTS 
(BY MDC) 


-INSTALL 10" GATE VALVE. CUT AND 
PLUG EXISTING WATER MAIN UPON 
COMPLETION OF WATER MAIN 
RELOCATION (BY MDC) 


\ 
\ 
\ 


/ 


\ 


/ 


W W 


F L = 7 7 . 8 7  


¥ -~w-


-PREMANENT TAKING LINE 


GRID 
nOR® 


TiCUT 


a 


— 10"—45" BEND 
RESTRAIN ALL JOINTS. 


- AIR VALVE / CHLORINATION 
INLET / BLOWOFF 
(CONVERTED TO AIR VALVE 
UNPON COMPLETION) 


10" GATE VALVE 
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RESTRAIN ALL JOINTS. 
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INSTALL 10" GATE VALVE. CUT AND 
PLUG EXISTING WATER MAIN UPON 
COMPLETION OF WATER MAIN 
RELOCATION (BY MDC) 
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1. A PRECONSTRUCTION MEETING SHALL BE REQUIRED WITH THE METROPOLITAN DISTRICT 
(MDC) PRIOR TO ANY WORK BEING PERFORMED ON MDC FACILITES. SUCH MEETING 
SHALL BE SCHEDULED A MINIMUM OF 3 WEEKS PRIOR TO ANTICIPATED START DATE OF 
INSTALLATION OF MDC FACILITIES. 


2. ALL WORK NOT NOTED "BY MDC" IS TO BE PERFORMED BY STATE'S CONTRACTOR. 
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REFER TO PAVEMENT 
RESTORATION DETAILS 
AND LOCAL STANDARDS 


Od 
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— CL 
CL 


Cd O 
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CN O 


1 - 6  M I N .  1 - 6  MIN. 


REQUIRED 2-NOTCH 
OPENINGS 


WATER MAIN TRENCH 


DETAIL 
NTS 


W 


PROCESSED 
STONE BASE 


BACKFILL MATERIAL 
SHALL BE BANK RUN 
GRAVEL IN PAVED 
AREAS OR COMMON 
FILL IN UNPAVED 
AREAS 


UNDERGROUND 
WARNING TAPE 
(NON-DETECTABLE) 


SAND COMPACTED IN 
12" LAYERS TO 2' 
ABOVE TOP OF PIPE 


WATER MAIN 


LAY WATER MAIN 
ON UNDISTURBED 
VIRGIN SOIL WITH 
BELL ENDS DUG 
OUT 


PROVIDE 6" MIN. 
LAYER OF 
COMPACTED SAND 
WHEN PLACED ON 
ROCK 


APPROVED DWYER GATE BOX 
TOP SECTION 


GATE VALVE DIRECTION TO 
OPEN AS DIRECTED 


OWNER 


D.I. WATER 
MAIN 


WATER 
COVER 


4 


2 -0 -MIN. 


£ 


u J: 


@ 


•M.J. ENDS 
WITH RETAINER 
GLANDS 


STAINLESS STEEL EXTENSION 
STEM AND EXTRA LONG GATE 
BOX BOTTOM SECTIONS WHEN 
TOP OF OPERATING NUT ON 
VALVE IS 4' —6" OR MORE 
BELOW GRADE 


DWYER GATE BOX BOTTOM 
SECTION 


RETAINER GLANDS 


EXISTING 
PIPE/UTILITY 


D.I. 45 BEND 
(M.J.) 


r^v 
2 - 0  


MIN. 


. .  1—' 


SAND 
I BACKFILL 


AROUND 
MAIN 


CLEARANCE 
1'-6" MIN. 


D.I. WATER MAIN 


STANDARD GATE VALVE 12-INCH AND SMALLER 


DETAIL 
NTS 


w 


D.I. 45° BEND (M.J.)-


RETAINER GLANDS-


RESTRAINED OFFSET 


DETAIL 
NTS 


w 
23 


12 3/4 


A A 1 0  1 / 2  


t w 8 3/4 1 3/4 + 
N" 
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PLAN 
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SECTION A-A 


CAST IRON GATE BOX TOP SECTION (DWYER TYPE) 


DETAIL 
NTS 


W 


DESIGNER/DRAFTER: 


5/16 5/16 
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CN 


CO 


(R) 
(TYP.) CN 


1 "(R) 
(TYP.) 


5/16 5/16 


CN 


9 1/2 


7/8 


Lb 


A 
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FINISHED GRADE OR 
ROAD SURFACE 


APPROVED GATE BOX 


RETAINING GLANDS 
ON ALL M.J. FITTINGS 


PLAN 


NOTE: 


FOR USE ON 8" AND SMALLER GATE 
VALVES AND ALL BUTTERFLY VALVES. 


/ u "1 
7/8 - -L 


SECTION A-A 


CAST IRON GATE BOX BOTTOM SECTION 8-INCH (DWYER TYPE) 


DETAIL 
NTS 


w 


THREE-WAY 
TEE (M.J.) 
4" OUTLET 


ji 


5 MIN. 
— i 


A 


1 — 6 "  


4 GATE VALVE 
(M.J.) IN GATE 


BOX 


APPROVED GATE 
BOX TOP SECTION 
CUT PIECE OF 4" 
D.I. PIPE 


CUT AND REMOVE 
1/2" OR 3/4" 
SECTION OF GASKET 
SO WATER WILL DRAIN 
FROM STANDPIPE 


CRUSHED STONE 
DRAIN POCKET WITH 
6 MIL POLY COVER 


4"-90 DEGREE 
BEND (M.J.) 


CUT 4" D.I. PIPE 
LENGTH AS 
REQUIRED 


4-INCH BLOW-OFF ASSEMBLY (BRANCH TYPE) 


DETAIL 
NTS 


W 
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( i 
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FINISHED GRADE OR 
ROAD SURFACE 


US 


TOP SECTION 


WATER 


COVER W/ 
REQUIRED 
2 NOTCH 
OPENINGS 


BOTTOM SECTION 


8" TO BE USED FOR 8' 
GATE VALVE AND 
SMALLER AND ALL 
BUTTERFLY VALVES. 
10" TO BE USED FOR 
12" GATE VALVES AND 
LARGER. 


STANDARD GATE BOX ASSEMBLY (DWYER TYPE) 


DETAIL 
NTS 


w 


ONLY COPPER TUBING 


BALL VALVE 


CORPORATION COCK 


NOTES: 


1. 


CN 


V-


WATER MAIN 


CHLORINATION INLET/BLOWOFF MAY BE 
CONVERTED TO AN AIR VALVE OR USED 
AS A STERILIZATION SAMPLING POINT. 


2. CANNOT BE USED FOR FUTURE SERVICE. 


3. A CHLORINATION/SAMPLING ASSEMBLY 
SHALL BE REMOVED ONCE WATER MAIN 
PASSES SAMPLING. CORPORATION SHALL 
EITHER BE CONVERTED TO AIR VALVE OR 
ABANDONED PRIOR TO FINAL PAVEMENT 
RESTORATION. 


FINISHED GRADE 


THREADED CAP 


OPERATING ROD 


BACKFILL MATERIAL SHALL BE 
BANK-RUN GRAVEL IN PAVED 
AREAS OR COMMON FILL IN 
UNPAVED AREAS. 


10" DWYER GATE BOX 
BOTTOM 


NOTE: 


2. 


V 


FINISHED GRADE 


APPROVED DWYER 
GATE BOX 


WOOD BLOCK SPACER ANGLE VALVE ON 
CORPORATION COCK FOR 


AIR VALVE 


qCOJ* 


CANNOT BE USED AS 
FUTURE SERVICE. 


CORPORATION COCKS FOR 
AIR VALVES TO BE RATED 
250 PSI MINIMUM. 


AWWA THREAD 


MAIN 
SIZE 


CORPORATION 
COCK 


BALL VALVE, 
HARD COPPER 


PIPING & 
THREADED CAP 


6"-12" 3/4" X 1" 1" 


1 6"—42" 


CM X
 2" 


MAIN SIZE 
MIN. SIZE 
AIR VALVE 


CORPORATION 
COCK 


ANGLE VALVE 
SIZE 


6"-12" 3/4" %" X 1" 1"  


16" & 20" 1"  1"  X 1" 1"  


24" & 30" 114" 1 %" x iy2"  11/" 


36" & 42" 11/" iy2" x 2"  2"  


48" & 54" 2" 2"  X 2" 2"  


AIR VALVE / CHLORINATION INLET / BLOW-OFF 


DETAIL 
NTS 


w 
38 


STANDARD AIR VALVE 


DETAIL 
NTS 


w 
39 


STANDARD WATER MAIN NOTES: 


1. ALL CONSTRUCTION SHALL BE IN ACCORDANCE WITH METROPOLITAN DISTRICT STANDARDS 
AND SPECIFICATIONS. 


2. ALL PIPE SHALL BE CLASS 54 ANSI/AWWA C151/A21.51 -81 RESTRAINED JOINT DUCTILE 
IRON PIPE CENTRIFUGALLY CAST IN METAL MOLDS OR SAND LINED MOLDS FOR WATER 
OR OTHER LIQUIDS. 


3. ALL DUCTILE IRON PIPE WATER MAIN AND FITTINGS JOINTS SHALL BE RESTRAINED. 


4. THE WATER MAIN SHALL BE BUILT BY A LICENSED PLUMBER UNDER THE SUPERVISION 
OF THE MDC DIRECTOR OF ENGINEERING AND PLANNING OR THEIR DESIGNEE. 


5. "CALL BEFORE YOU DIG" - THE CONTRACTOR IS HEREBY REMINDED THAT TITLE 16. 
CHAPTER 293 OF THE CONNECTICUT GENERAL STATUES REQUIRES NOTIFICATION OF THE 
UTILITY COMPANIES OF PENDING EXCAVATION AT OR NEAR PUBLIC UTILITIES. THE 
CONTRACTOR SHALL CALL 1-800-922-4455 AT LEAST 48 HOURS PRIOR TO BEGINNING 
THE EXCAVATION. 


6. ALL FEDERAL AND STATE OSHA SAFTEY STANDARDS MUST BE FOLLOWED DURING WATER 
MAIN INSTALLATIONS AND TESTING. INCLUDING 29 CFR 1926.650 - 1926.652. THAT 
ADDRESS EXCAVATION WORK AND REQUIREMENTS FOR PROTECTIVE SYSTEMS. 


7. TEST PITS SHALL BE DUG WELL IN ADVANCE OF THE WATER MAIN INSTALLATION TO 
DETERMINE POSSIBLE OFFSETS ABOVE OR BELOW OTHER UTILITIES. STRUCTURES OR 
OBSTACLES. 


8. THE CONTRACTOR SHALL FURNISH TO THE ENGINEER A MATERIALS LIST. WITH 
SUBMITTALS FOR APPROVAL, PRIOR TO THE INSTALLATION OF THE PROPOSED WATER 
MAIN. 


9. TEST PRESSURE SHALL BE 150 PSI, AS DETERMINED BY THE METROPOLITAN DISTRICT. 


10. ALL WATER MAIN AND APPURTENANCES SHALL BE STAKED (SURVEYED) OUT BY A 
PROFESSIONAL SURVEYOR LICENSED IN THE STATE OF CONNECTICUT. THE SURVEY 
SHALL INCLUDE AN OFFSET LINE OR STREET LINE EVERY FIFTY FEET (50*0"), FINAL 
ROAD OR SURFACE ELEVATION. 


11. GATE OPERATIONS FOR THIS PROJECT SHALL BE "OPEN LEFT". 


12. ALL FITTINGS, UNLESS OTHERWISE SPECIFIED. SHALL BE MECHANICAL JOINT AND SHALL 
BE INSTALLED WITH RESTRAINT IN EACH DIRECTION. 


13. WHERE "PULLING" OR DEFLECTING THE PIPE IS INDICATED. SUCH DEFLECTION SHALL BE 
DONE IN ACCORDANCE WITH THE RECCOMMENDATIONS OF THE "DIPRA HANDBOOK". IN 
NO CASE SHALL THE DEFLECTION BE GREATER THAN 4 DEGREES. 


14. AFTER PLACING APPROXIMATELY TWO FEET (2'0") OF BACKFILL MATERIAL OVER THE 
WATER MAIN. THE CONTRACTOR SHALL PLACE A SIX-INCH WIDE STRIP OF DURABLE, 
NON-DETECTABLE, COLOR CODED (BLUE FOR WATER) UNDERGROUND UTILITY DETECTION 
TAPE IMPRINTED WITH THE APPROPRIATE WARNING INDICATING THE PRESENCE OF A 
BURIED UTILITY CONDUIT. 


15. CONTRACTOR SHALL ASSIST THE DISTRICT STAFF WITH THE FILLING, FLUSHING AND 
TESTING OF THE WATER MAIN. THE CONTRACTOR SHALL ABIDE BY THE DISTRICT'S 
STANDARDS FOR DISINFECTING WATER MAINS, INCLUDING PROPERLY NEUTRALIZING THE 
CHLORINATED WATER AND DISCHARGING THE WATER ACCORDINGLY. 


16. SHOULD THE WATER MAIN FAIL TO PASS THE REQUIRED PHYSICAL, CHEMICAL AND 
BIOLOGICAL PARAMETERS, THE CONTRACTOR SHALL BE RESPONSIBLE FOR REINJECTING 
THE WATER MAIN WITH THE PROPER QUANTITY OF LIQUID HYPOCHLORITE SOLUTION, AT 
NO EXPENSE TO THE DISTRICT. 


17. MINIMUM DEPTH OF COVER OVER PROPOSED WATER MAIN SHALL BE 4.5' UNLESS 
NOTED. 
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SECTION A-A L1/4" (R) 
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1 1/4' 


NOTE: 


1. APPROXIMATE WEIGHT 
20 LBS. 
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7/16 


5/16 


6 5/8" 0 
6 1 /2"  0 


SECTION B-B 


LEGS 


BOTTOM VIEW 
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61 
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DETAIL 


CAST IRON GATE BOX COVER (DWYER TYPE) 


DETAIL 
NTS 


w 


BROOK BED 


BROOK BED-


16" D.I.P. CL54 
CASING (SLEEVE) ' 


2.5' MIN. 


10" D.I. PIPE 
CL-54 WATER MAIN 


2.5' MIN. 


1'-0" MIN 
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LINK-SEAL ® (2) OR APPROVED 
EQUAL AT EACH END OF 16" 
D.I.P. CASING (SLEEVE) 


-APS CASING SPACERS (3) MODEL SSI CENTERED AND 
RESTRAINED OR APPOVED EQUAL IN ACCORDANCE WITH 
MANUFACTURERS SPECS. IN INSTALLATION METHODS 


7 


10 D.I 
PIPE 


MIN. TO 
12" MAX. V 


PROCESS GRAVEL 
AS REQUIRED 


APPROVED BACKFILL 
AS REQUIRED 


UTILITY IDENTIFICATION TAPE 


APPROVED GRAVEL IN 6" LIFTS 
TO 2' ABOVE TOP OF 16" D.I.P. 


FILTER FABRIC AS REQUIRED 


16" D.I.P. CASING (SLEEVE) 


3/4" CRUSHED STONE 


PROCESS GRAVEL 
IF REQUIRED 


WATER MAIN DETAIL AT BROOK CROSSING TRENCH DETAIL AT BROOK CROSSING 
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SHOULDER



REFER TO APPLICABLE TYPICAL



SHEETS FOR STRUCTURE SUPPORTS



FOR MINIMUM DISTANCE TO HIGHEST



POINT OF TRAVEL PATH.



SUPPORT



C VERTICAL



C HORIZONTAL



SUPPORT



L



L



LEFT SHOULDER



INSTALLATION



E



F



C VERTICAL



SUPPORT



L



F
E



RIGHT SHOULDER



INSTALLATION



NOTES:



DIRECTION OF TRAFFIC



SIGN
93°



POINT AT WHICH



SIGN SHALL BE READ
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D
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N



F
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C



T



90
°



SIGN



ON A HORIZONTAL CURVE SECTION, POSITION THE SIGN SO THE VERTICAL  AXIS IS



GUIDE RAIL PLACEMENT FOR SIGN SUPPORTS



1) FOR PLACEMENT OF CANTILEVER SIGN SUPPORT USE APPLICABLE



3) AT LOCATIONS WHERE IMPACT PROTECTION IS NOT REQUIRED FOR ROADSIDE



   PORTION OF ABOVE DETAIL.



   IN NARROW MEDIANS.



   ELEMENTS, FACE OF GUIDE RAIL SHALL BE PLACED 30’ (9.1m) FROM EDGE OF TRAVELWAY.



SEE NOTE 4



SEE NOTE 3



SEE NOTE 4



SEE NOTE 3



18’ (5.49m) MIN.



FOR MAXIMUM EFFECTIVENESS AND TO ELIMINATE OR MINIMIZE



 THE HORIZONTAL AXIS IS AT AN ANGLE OF 93° WITH THE TRAFFIC LANE WHICH



ON A TANGENT SECTION, POSITION THE SIGN SO THE VERTICAL AXIS IS PLUMB AND



 THE SIGN SERVES:



DIAGRAM "A"



DIAGRAM "B"



 PLUMB AND THE HORIZONTAL AXIS IS AT AN ANGLE OF 90° WITH A STRAIGHT



 LINE BETWEEN THE SIGN AND THE POINT AT WHICH THE SIGN SHALL BE READ.



SIGN ORIENTATION DETAILS
TYPICAL PLACEMENT OF SIDE MOUNTED SIGNS ON



STRUCTURAL STEEL BREAKAWAY SIGN SUPPORTS



1) MIN. VERTICAL CLEARANCE ABOVE SIDEWALKS SHALL BE 8’-6" (2.6m).



NOTES:



SHOULDER



F



E
7’ (2.1m)



(MIN)



TYPICAL REGULATORY &



WARNING SIGN PLACEMENT



TYPICAL CONFIRMATORY



ROUTE MARKER PLACEMENT



TYPICAL SIGN PLACEMENT AND POST SELECTION



7’ (2.1m)       2’ (0.6m)



ASSEMBLY LOCATION



RURAL DISTRICTS & EXPRESSWAYS



BUSINESS & RESIDENTIAL DISTRICTS



WHERE PARKING OR OTHER OBSTRUCTIONS



LIMIT VISIBILITY



SIDEWALKS 3



2 POST ASSEMBLIES SHALL BE PROVIDED WITH 3" X �" (75 X 6) GALVANIZED STEEL BAR CROSS BRACING.



ALL SIGNS AND SHIELDS ON DIRECTIONAL ASSEMBLIES SHALL ABUT VERTICALLY



NOTES:



DIM."A"



8’-6" (2.6m)       1’ (0.3m)



F



E



B



A



TYPE A POST



SHOULDER



E



F



B



TYPE A POST



A



SHOULDER



F



E



B



CROSS BRACING (TYP.)



TYPE A POSTS
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TYPE A POST
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2



DIM."B" 1



2    6’ FROM EDGE OF SHOULDER, WHEN SHOULDER IS OVER 6’ WIDE



1    OR AS DIRECTED BY THE ENGINEER



    12’ FROM EDGE OF TRAVELWAY, WHEN SHOULDER IS LESS THAN 6’ WIDE.



7’ (2.1m)
6’ (1.8m)



12’ (3.6m)



3    A CLEAR PATH OF NOT LESS THAN 3 FT (0.9m) SHALL BE PROVIDED IN SIDEWALK AREAS.



"E"   DENOTES EDGE OF SHOULDER OR FACE OF CURB



"F"   DENOTES EDGE OF TRAVELWAY



30’-0" (9.1m) OR AS



CALLED FOR ON SIGNING PLANS



2) WHERE GUIDE RAIL IS USED, THE OFFSET TO THE NEAR EDGE OF SIGN FACE



   SHALL BE AS SHOWN ELSEWHERE IN THE CONTRACT PLANS.



3) ON INTERSECTING ROADS AT RAMP TERMINI, THE OFFSET TO THE NEAR



   EDGE OF OF SIGN FACE SHALL BE 6’ (1.8m) MIN. FROM POINT "E".



4) IF 30’-0" (9.1m) MIN. CANNOT BE MET, PLEASE CONTACT THE ENGINEER.



60
0’ 
(1



80
m)



 GLARE, POSITION SIDE MOUNTED SIGNS ON STRUCTURAL STEEL



 BREAKAWAY SIGN SUPPORTS AS FOLLOWS:



2) BARRIER SYSTEM IS REQUIRED FOR BOTH SIDES OF MEDIAN SUPPORTS



5) ALL SIGNS ARE TO BE HORIZONTAL, REGARDLESS OF CAMBER IN SUPPORT.



4) OFFSETS OF FOUNDATIONS FROM BARRIER SYSTEMS SHALL BE AS SHOWN 



   ELSEWHERE ON THE CONTRACT PLANS.



REFER TO TRAFFIC TYPICAL SHEET "TYPICAL METAL SIGN POSTS AND SIGN MOUNTING DETAILS" FOR SIGN POSTS.



DIMENSIONS ARE IN ENGLISH (’.")



 & METRIC UNITS (mm).



 - UNDER 1" TO NEAREST 1 mm.



 - OVER 1" TO NEAREST 5 mm
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STANDARD SHEET TITLE: STANDARD SHEET NO.:
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CONSTRUCTION



SIGNS



DIAMOND SHAPE RECTANGLE SHAPE



WHITE (SILVER) RETROREFLECTIVE STRIPE



WHITE (SILVER) RETROREFLECTIVE STRIPE



3" TO 4"



TRAFFIC CONE



TRAFFIC DRUM



FRONT VIEW



NOTES:



1.   TRAFFIC DRUM SHALL CONFORM TO THE REQUIREMENTS OF NCHRP



2.  THE ENGINEER RESERVES THE RIGHT TO REJECT ANY DRUM DEEMED



3.  THE ENTIRE AREA OF ORANGE AND WHITE STRIPES SHALL BE RETROREFLECTIVE



    SHEETING AS REQUIRED IN THE SPECIFICATIONS.



    UNSUITABLE FOR THE PURPOSE INTENDED.



SEE TYPICAL SHEETS:



SUPPORTS SHALL BE METAL SIGN POSTS AND HAVE BREAK-AWAY FEATURES. 



NOTES:



TYPICAL LONG TERM INSTALLATION



PLACEMENT OF CONSTRUCTION SIGNS



  "TYPICAL SIGN SUPPORT AND SIGN PLACEMENT DETAILS-GORE EXIT SIGN"



  "TYPICAL METAL SIGN POSTS AND SIGN MOUNTING DETAILS"



BARRICADE WARNING LIGHTS (AS REQ'D) 



EDGE OF



SHOULDER



EDGE OF



SHOULDER



 SO THAT ONLY ILLUMINATED PORTION



 OF SIGN NEAREST TRAFFIC LANE.



 LIGHT IS TO BE MOUNTED BEHIND SIGN



 IS EXPOSED TO VIEW.   MOUNT ON EDGE



6' TO 12'



45°



8" TO 12"



TYPE I  BARRICADE TYPE II  BARRICADE TYPE III  BARRICADE



8" TO 12"



45°



CONSTRUCTION BARRICADES



NOTES:



2.   MARKINGS FOR BARRICADE RAILS SHALL BE ALTERNATE ORANGE AND



    WHITE STRIPES SLOPING DOWNWARD IN THE DIRECTION TRAFFIC IS TO



3.   THE ENTIRE AREA OF ORANGE AND WHITE STRIPES SHALL BE RETROREFLECTIVE



4.   THE ENGINEER RESERVES THE RIGHT TO REJECT ANY BARRICADE



    DEEMED UNSUITABLE FOR THE PURPOSE INTENDED.



5.   CORNERS OF BARRICADE RAILS SHALL BE ROUNDED.



WHITE (SILVER) RETROREFLECTIVE STRIPE (TYP.)



ORANGE RETROREFLECTIVE STRIPE (TYP.)



REV. DATE REVISION DESCRIPTION Plotted Date:



OF WORK WHICH WILL BE REQUIRED.



THE CONDITIONS OF ACTUAL QUANTITIES 



IN NO WAY WARRANTED TO INDICATE 



INVESTIGATIONS BY THE STATE AND IS



SHEETS IS BASED ON LIMITED 



QUANTITIES OF WORK, SHOWN ON THESE 



THE INFORMATION, INCLUDING ESTIMATED 



8/14/2015
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STANDARD SHEET TITLE: STANDARD SHEET NO.:



OFFICE OF ENGINEERING



STANDARD SHEET



CTDOT
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2-2011 MINOR REVISIONS.



TR-1220_02
CONSTRUCTION SIGN SUPPORTS



AND CHANNELIZING DEVICES



8" TO 12"



45°



TYPE IX ORANGE RETROREFLECTIVE STRIPE



TYPE IX WHITE (SILVER) RETROREFLECTIVE STRIPE



TYPE IX ORANGE RETROREFLECTIVE STRIPE



TYPE IX WHITE (SILVER) RETROREFLECTIVE STRIPE



TYPE VI OR TYPE IX



TYPE VI OR TYPE IX



TYPE IV OR TYPE IX



TYPE IV OR TYPE IX



TYPE IX WHITE (SILVER) 



TYPE IX ORANGE 



TYPE IX WHITE (SILVER) 



TYPE IX ORANGE 



2.   IF RUBBER CONES ARE USED, THEY SHALL HAVE INTERIOR RIBS FOR RIGIDITY.



3.   IF PLASTIC CONES ARE USED, THEY SHALL BE COLOR IMPREGNATED.



NOTES:



4.   THE ENGINEER RESERVES THE RIGHT TO REJECT ANY CONE DEEMED



    UNSUITABLE FOR THE PURPOSE INTENDED.



1.   TRAFFIC CONES SHALL CONFORM TO THE REQUIREMENTS OF NCHRP



    SHALL BE ORANGE.



    REPORT 350 (TL-3) OR THE AASHTO MASH FOR CATEGORY 1 DEVICES



    AND THE LATEST EDITION OF THE MUTCD.



5.   TRAFFIC CONES NOT USED AT NIGHT MAY UTILIZE TYPE III SHEETING.



6.  THE SECTIONS OF CONES NOT COVERED WITH RETROREFLECTIVE STRIPES



    SHALL BE ORANGE.



4.  THE SECTIONS OF DRUMS NOT COVERED WITH RETROREFLECTIVE STRIPES



    REPORT 350 (TL-3) OR THE AASHTO MASH FOR CATEGORY 1 DEVICES



    AND THE LATEST EDITION OF THE MUTCD.



    SHEETING AS REQUIRED IN THE SPECIFICATIONS.  THE SIDES OF BARRICADES



    FACING TRAFFIC SHALL HAVE RETROREFLECTIVE RAIL FACES.



1.  CONSTRUCTION BARRICADES SHALL CONFORM TO THE REQUIREMENTS OF NCHRP 



    REPORT 350 (TL-3) OR THE AASHTO MASH AND THE LATEST EDITION OF THE MUTCD.



OF



DIRECTION



TRAFFIC



OF



DIRECTION



TRAFFIC



OF



DIRECTION



TRAFFIC



UPDATED PER MUTCD AND FORM 816 JAN 2015 REVISION.8-20152



PORTABLE CONSTRUCTION SIGNS 



 
 
 
 
 
 
 
 
 
 
 
 
 
 



RURAL AREA URBAN AREA



6.   SIGNS MAY ONLY BE INSTALLED ON TYPE III BARRICADES AND SHALL BE PLACED



    SO AS TO COVER NO MORE THAN ONE BARRICADE RAIL.



   



SECTION (TYP.)



CENTERED ON



    SHALL BE ORANGE.



6.  THE SECTIONS OF CONES NOT COVERED WITH RETROREFLECTIVE STRIPES



    SHEETING AS REQUIRED IN THE SPECIFICATIONS.



5.   THE ENTIRE AREA OF ORANGE AND WHITE STRIPES SHALL BE RETROREFLECTIVE



    UNSUITABLE FOR THE PURPOSE INTENDED.



4.   THE ENGINEER RESERVES THE RIGHT TO REJECT ANY CONE DEEMED



3.   IF PLASTIC CONES ARE USED, THEY SHALL BE COLOR IMPREGNATED.



2.   IF RUBBER CONES ARE USED, THEY SHALL HAVE INTERIOR RIBS FOR RIGIDITY.



    AND THE LATEST EDITION OF THE MUTCD.



    REPORT 350 (TL-3) OR THE AASHTO MASH FOR CATEGORY 1 DEVICES



1.   TRAFFIC CONES SHALL CONFORM TO THE REQUIREMENTS OF NCHRP



NOTES:



*



*



12" MIN. -



24" MAX.



12" MIN. -



24" MAX.



   FOR E5-1 (EXIT SIGNS) USE MIN 48".



    CONSTRUCTION AND PERMIT OPERATIONS" FOR SIGN DETAILS. 



    R9-11a SERIES, R11 SERIES, W1-6 THROUGH W1-8 SERIES, M4-10, AND E5-1.  SEE STANDARD SHEET TR-1220_01 - "SIGNS FOR 



5.   PORTABLE CONSTRUCTION SIGN SUPPORTS SHOULD NOT BE USED FOR DURATION OF MORE THAN 3 DAYS EXCEPT FOR R9-8 THROUGH



    OR THE AASHTO MASH FOR CATEGORY 2 DEVICES.



4.   PORTABLE SIGN SUPPORTS SHALL BE STABILIZED IN A MANNER THAT WILL NOT AFFECT THEIR COMPLIANCE WITH NCHRP REPORT 350 (TL-3)



3.  THE ENGINEER RESERVES THE RIGHT TO REJECT ANY SUPPORT DEEMED UNSUITABLE FOR THE PURPOSE INTENDED.



    SIGNS SHALL BE MOUNTED HIGHER AS NEEDED TO MEET FIELD CONDITIONS OR AS DIRECTED BY THE ENGINEER.



2.  MOUNTING HEIGHT OF SIGNS SHALL BE A MINIMUM OF 12" AND A MAXIMUM OF 24".



    OR THE AASHTO MASH FOR CATEGORY 2 DEVICES AND THE LATEST EDITION OF THE MUTCD.



1.   SIGNS AND THEIR PORTABLE SUPPORTS SHALL CONFORM TO THE REQUIREMENTS OF NCHRP REPORT 350 (TL-3)



NOTES FOR PORTABLE SIGN SUPPORTS:



3' MIN.



3' MIN.



3' MIN.



3' MIN.



5' MIN.



6" TYP.



4' MIN.



    PASS.  6" WIDE STRIPES SHALL BE USED.



6" 



6" 



6" 



6" 



42" 



42" TRAFFIC CONE



6" 



2" 



4" 
28" MIN.



5' MIN. 7' MIN. 36" MIN.



18" MIN.



RETROREFLECTIVE STRIPE (TYP.)



6" (TYP.)



3" MAX. (TYP.)



RETROREFLECTIVE STRIPE (TYP.)



RETROREFLECTIVE STRIPE (TYP.)



RETROREFLECTIVE STRIPE (TYP.)



2' MIN.
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SHEET NO. TITLE SHEET NO. TITLE



STANDARD SHEETS SHALL BE USED WITH STANDARD SPECIFICATIONS



DATE



APPROVAL



DATE



APPROVAL



ONLY STANDARD SHEETS MARKED WITH AN "  " ARE IN THIS PROJECT #               



2/2011DELINEATION, DELINEATOR AND OBJECT MARKER DETAILS [7]TR-1205_01



2/2011SIGN SUPPORT AND SIGN PLACEMENT DETAILS, GORE EXIT SIGN [8]TR-1208_01



2/2011METAL SIGN POSTS AND SIGN MOUNTING DETAILS [9]TR-1208_02



6/2012SIGNS FOR CONSTRUCTION AND PERMIT OPERATIONS [23]TR-1220_01



2/2011CONSTRUCTION SIGN SUPPORTS AND CHANNELIZING DEVICES [23A]TR-1220_02



    



TRAFFIC



STANDARD SHEET INDEX
TR-STD_INDEX



REV. DATE REVISION DESCRIPTION Plotted Date:



OF WORK WHICH WILL BE REQUIRED.



THE CONDITIONS OF ACTUAL QUANTITIES 



IN NO WAY WARRANTED TO INDICATE 



INVESTIGATIONS BY THE STATE AND IS



SHEETS IS BASED ON LIMITED 



QUANTITIES OF WORK, SHOWN ON THESE 



THE INFORMATION, INCLUDING ESTIMATED 



4/11/2014



NOT TO SCALE
DEPARTMENT OF TRANSPORTATION



STATE OF CONNECTICUT



CTDOT_TRAFFIC_STD.DGNFilename: Model:
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STANDARD SHEET TITLE: STANDARD SHEET NO.:



OFFICE OF ENGINEERING



STANDARD SHEET



CTDOT



 



1



 



 



2



3  



4/2012TRENCHING & BACKFILLING, ELECTRICAL CONDUIT TR-1001_01



4/2014CONCRETE HANDHOLE TR-1010_01



4/2012PEDESTALS, PEDESTRIAN SIGNALS TR-1102_01



5/2013TRAFFIC SIGNALS AND CABLE ASSIGNMENTS TR-1105_01



4/2014PEDESTRIAN PUSH BUTTON TR-1107_01



5/2013CONTROLLERS TR-1108_01



4/2014LOOP VEHICLE DETECTOR AND SAWCUT TR-1111_01



4/2014POLE ANCHOR, "Y" CLAMP, SIGN HANGER TR-1114_01



1-2014



4/2014CONTROL CABLE TR-1113_01



12/2013PAVEMENT MARKINGS (DURABLE MARKINGS) FOR DIVIDED HIGHWAYS [21A]TR-1210_01



12/2013PAVEMENT MARKINGS (DURABLE MARKINGS) FOR DIVIDED HIGHWAYS [22A]TR-1210_02



12/2013SPECIAL DETAILS & TYPICAL PAVEMENT MARKINGS FOR TWO-WAY HIGHWAYS [25]TR-1210_03



RENUMBERED TR-1107_02 TO TR-1114_01. REMOVED TR-1116_01.4-2012



1/2014GENERAL CLAUSES (TEST PROCEDURES) TR-1000_01



1/2014TRAFFIC CONTROL FOUNDATIONS TR-1002_01



REMOVED TR-1103_01.



4-2014 REMOVED TR-1111_02.



11/20145/2015



5/2015BONDING & UTILITY POLE ATTACHMENT DETAILS, SIGN HANGER, "Y" CLAMP DETAILS



8/2015



8/2015



8/2015
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45° SUBMOUNTING BRACKET



A



B



C



B



A



C



TYPICAL METAL SIGN POSTS



3lbs   1�"  1�"  3�"



(1980)



SIGN PANEL



NYLON WASHER



BBAA



CC



SECTION C-C



SECTION A-A SECTION B-B



TAPER



WT./FT. = 1.12 LBS. MIN.



SIGN PANEL



NYLON WASHER



A



S
I
G



N
 



P
O



S
T



DIRECTION 



OF TRAVEL



GROUND



LINE



E E



DIRECTION 



OF TRAVEL



42’’



GROUND



LINE



S
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T



FF



BREAKAWAY



 SIGN POST



SUB-BASE



SCHEDULE 40 OR 80



PVC



G G



TAPER
TAPER



GENERAL NOTES:



SELF LOCKING NUT WITH



SIGN PANEL



3�"



TYPICAL SLEEVE



FOR PAVED AREAS



30 - �" (10) DIA.



 OR CONCRETE



BITUMINOUS



DIRECTION



OF TRAVEL



BREAKAWAY TYPE I INSTALLATION
FOR 3 & 4 LB. POSTS



BREAKAWAY TYPE II INSTALLATION



BOLTS - HEX HEAD, INTEGRAL FLANGE CONFORMING TO ASTM A354,



4’’



 BOLT WITH FLAT WASHER,



   REQUIREMENTS CONTAINED IN THE CURRENT "STANDARD SPECIFICATIONS FOR



5. ALL SIGN POSTS SHALL HAVE BREAKAWAY FEATURES THAT MEET AASHTO



   SHALL BE IN ACCORDANCE WITH MANUFACTURERS RECOMMENDATIONS.



   THE BREAKAWAY FEATURES SHALL BE STRUCTURALLY ADEQUATE TO CARRY THE



   STRUCTURAL SUPPORTS FOR HIGHWAY SIGNS, LUMINAIRES AND TRAFFIC SIGNALS."



2. AFTER FABRICATION, ALL STEEL POSTS, STRAPS AND PLATES SHALL BE



   SIGNS SHOWN IN THE PLANS AT 60 mph (97 km/h) WIND LOADINGS.  INSTALLATIONS



 SIDEWALK
2" (50) LIGHTLY



 TAMPED



 COLD PATCH



6" (150)



LIGHTLY



 COMPACTED FILL



1" (25)
�" (13)



(79)



�" (10)  DIA. HOLE



 HEX HEAD BOLT



�" (8)  X 1" (25)



�" (10)  DIA. HOLE



�" (13)



5
" (1



2
5
) T



Y
P
.



(6
3
)



2
�



"



5" (125)



5" (125)



6�" (157)



RADII SHALL BE AS SMALL AS PRACTICAL



.080 (2.0) THICK ALUMINUM



 PLASTIC OR FIBER INSERT.



 (9  I.D. X  17 O.D. X  1.6 THICK)



 �" I.D. X �" O.D. X �" THICK



 �" I.D. X �" O.D. X �" THICK



  (9 I.D. X  16 O.D. X  0.8 THICK)



1" (25)



60 - �" (10) DIA.



 HOLES 1" (25) O.C.



1" (25)



3" (75)



�" (10) DIA.



HOLES 1" (25) O.C.



LENGTH AS REQUIRED LENGTH AS REQUIRED



1" (25)



3" (75)



3lbs  1�" 1�"  3�"



4.5   41    44    89



4.5   33    48    89



METAL DELINEATOR POST



(MASS/m = 1.67 kg/m MIN.)



2" (50) MIN.



�" (22) MIN.



1" (25) MIN.



�’’ (19)



HOLES 1" (25) O.C.
6’-6’’



3" (75)



�" (8) BOLT



 HEX HEAD



WASHER  �" I.D. X �" O.D. X �" THICK



         (9  I.D. X  17 O.D. X  1.6 THICK)



SELF LOCKING NUT WITH PLASTIC OR FIBER INSERT



  (10 I.D. X  16 O.D. X  0.8 THICK)



  �" I.D. X �" O.D. X �" THICK



BACK-UP PLATE �" (3) THICK



2" (50)



�" (10) DIA. HOLE



3�" (88)



TYPICAL BACK TO BACK SIGN PANEL ATTACHMENT



SELF LOCKING NUT WITH PLASTIC OR FIBER INSERT
�" (8) BOLT



 HEX HEAD



BACK-UP PLATE �" (3) THICK



TYPICAL BACK-UP PLATE



NYLON WASHER



  (10 I.D. X  16 O.D. X  0.8 THICK)



  �" I.D. X �" O.D. X �" THICK



WASHER  �" I.D. X �" O.D. X �" THICK



         (9  I.D. X  17 O.D. X  1.6 THICK)



RETAINER-SPACER STRAP



(435 LONG X 25 WIDE X 10 THICK WITH 10 OFFSET.)



17�" LONG X 1" WIDE X �’’ THICK WITH �’’ OFFSET.



B
A



S
E
 
 
 
 
P



O
S



T



42’’ (1050)



SECTION  E-E



4’’



(100)



MAX.



(FOR 4.5 & 6.0 kg/m POSTS)



LOCKWASHERS - �’’ (10) HEAVY DUTY EXTERNAL TYPE.



NUTS - �’’ (8) - 18 UNC HEX HEAD, INTEGRAL FLANGE



 CONFORMING TO ASTM A563, GRADE DH.



 2" (50) GRADE BD FOR 4 LBS./FT (6.0 kg/m) POSTS.



 3 LBS/FT (4.5kg/m) POSTS & �" (8) - 18 UNC X



 SIZE IS �" (8) - 18 UNC X 1 �" (44) GRADE BC FOR



FOR 3 & 4 LB. POSTS



(FOR 4.5 & 6.0 kg/m POSTS)



SECTION  F-F



GALVANIZED SPACER



(1050)



 LOCK WASHER AND HEX NUT.



 CADMIUM PLATED HEX HEAD



�" (8)  DIA. GRADE 9



4’’ (100)



MAX.



(100)



6" (150) POLYVINYL CHLORIDE CONDUIT



 �" (10) Thk. (TYP.)



TYPE  WT.      A    B    C



TYPE kg/m  A    B    C



B   6.0   41    44    89



B   4lbs  1�"   1�"  3�"



A    or



A    or



LENGTH



OR



AS



REQUIRED



STAINLESS STEEL WASHER



1. STEEL FOR DELINEATOR POSTS SHALL BE ASTM A36/A36(m) STEEL.



   STEEL FOR ALL OTHER POSTS SHALL CONFORM TO THE MECHANICAL



   REQUIREMENTS OF ASTM A 499  GRADE 60 AND TO THE CHEMICAL



   REQUIREMENTS OF ASTM A1 CARBON STEEL TEE RAIL HAVING NOMINAL



   WEIGHT (MASS) OF 91lbs. (45 kg.) OR GREATER PER LINEAR YARD (METER).



   GALVANIZED TO MEET THE REQUIREMENTS OF ASTM A123/A123(m).



3. WASHERS FOR BREAKAWAY INSTALLATIONS SHALL MEET ASTM F436, TYPE 1.



4. ALL BOLTS, NUTS, AND WASHERS FOR BREAKAWAY INSTALLATIONS SHALL BE



   GALVANIZED TO MEET THE REQUIREMENTS OF ASTM A153/A153(m).



6. TYPE A POSTS - 3 lbs/ft (4.5 kg/m)   TYPE B POSTS - 4 lbs/ft (6 kg/m).



  ALLOY GROUP 1 OR 2 (ALLOY TYPES 304 OR 316).



BOLTS - STAINLESS STEEL CONFORMING TO ASTM F593,



WASHERS - STAINLESS STEEL CONFORMING TO ASTM A240,



SELF LOCKING NUTS - STAINLESS STEEL CONFORMING TO ASTM F594,



  ALLOY GROUP 1 OR 2 (ALLOY TYPES 304 OR 316).



 OR BAR SPACER



 5" LONG X �" WIDE X �" Thk.



 (125 LONG X 20 WIDE X 10 Thk.)



TYPICAL SIGN PANEL ATTACHMENT



  (ALLOY TYPES 304 OR 316).



DIMENSIONS ARE IN ENGLISH (’.")



 & METRIC UNITS (mm).



 - UNDER 1" TO NEAREST 1 mm.



 - OVER 1" TO NEAREST 5 mm



METRIC DIMENSIONS ARE ROUNDED:



REV. DATE REVISION DESCRIPTION Plotted Date:



OF WORK WHICH WILL BE REQUIRED.



THE CONDITIONS OF ACTUAL QUANTITIES 



IN NO WAY WARRANTED TO INDICATE 



INVESTIGATIONS BY THE STATE AND IS



SHEETS IS BASED ON LIMITED 



QUANTITIES OF WORK, SHOWN ON THESE 



THE INFORMATION, INCLUDING ESTIMATED 



3/22/2011
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STANDARD SHEET TITLE: STANDARD SHEET NO.:



STANDARD SHEET



CTDOT



OFFICE OF ENGINEERING



 



    



1



    



2-2011 MINOR REVISIONS.



TR-1208_02
METAL SIGN POSTS



AND SIGN MOUNTING DETAILS
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3'-0"



4'-0"



5'-0"



R=2'-
3"R



=
3
'-
4
"



15.5 S.F.



1'-0"



12.5 S.F.



27.0 S.F.



REFER TO ADJACENT VIEWS FOR DIMENSIONING



3'-2"



1'-0"



1'-1"



4'-6"



5'-0"5'-0"



7'-9"



5'-3"



PAVEMENT ARROW DETAILS



(WHITE)



ARROWS SHALL BE CENTERED IN TRAVEL LANE



ARROW COMBO



LEFT & RIGHT



27.0 S.F. 38.5 S.F.



3 WAY ARROW



COMBO



2.  AREA OF PAVEMENT MARKINGS AS INDICATED IS APPROXIMATE.



CENTERLINE AND SHOULDER LINE



PAVEMENT MARKINGS FOR



VARIES



VARIES



EDGE OF ROADWAY



EDGE OF ROADWAY



C



R
O



A
D



PAVEMENT MARKINGS FOR



TYP.



CL



CL



P
R
I
V



A
T



E
 



D
R
I
V



E



NOTES:



  CROSSWALKS



1.  CROSSWALK MARKINGS SHALL BE WHITE.



2



2



1.  RAILROAD MARKINGS SHALL BE WHITE.



   EXTEND ACROSS THE APPROACH LANES AND INDIVIDUAL



   R X R SYMBOLS SHOULD BE USED IN EACH APPROACH LANE.



  RAILROAD GRADE CROSSINGS



PAVEMENT MARKINGS FOR



RAILROAD GRADE CROSSINGS



SEE TABLE A



RR



15'



6'-0"



11 •"



5.75 S.F.



TABLE A



POSTED OR 85



PERCENTILE SPEED



M.P.H.



20



25



30



35



40



45



50



55



60



65



DISTANCE



EDGE OF ROADWAY



TYP.



EDGE OF ROADWAY



(REPRESENTS PLACEMENT DISTANCE)



TRANSVERSE BAND TYP.



LC



L



OF ROADWAY



30'



8' 8'



(TYP.)



45°



(PIGGY BACK STYLE) (SIDE BY SIDE STYLE)



(SHARED AISLE)



(ANGLED SIDE BY SIDE STYLE)



(SHARED AISLE)



8' 8' 8'



45°
 WHITE



 LINE (TYP.)



 WHITE



 LINE (TYP.)



THIS LINE NOT REQUIRED



 LINE (TYP.)



8'



8'



ANGLE
VARIES



45°



 IF LOCATED AT CURB



THIS LINE NOT REQUIRED
 IF LOCATED AT CURB



NOTES:



  PAVEMENT MARKING



SIGN #31-0629 (TYP.)



5.  SHARED AISLES MAY NOT BE USED WHERE CONNECTICUT BUILDING CODE GOVERNS.



REV. DATE REVISION DESCRIPTION Plotted Date:



OF WORK WHICH WILL BE REQUIRED.



THE CONDITIONS OF ACTUAL QUANTITIES 



IN NO WAY WARRANTED TO INDICATE 



INVESTIGATIONS BY THE STATE AND IS



SHEETS IS BASED ON LIMITED 



QUANTITIES OF WORK, SHOWN ON THESE 



THE INFORMATION, INCLUDING ESTIMATED 



10/9/2014
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STANDARD SHEET TITLE: STANDARD SHEET NO.:



OFFICE OF ENGINEERING



STANDARD SHEET



CTDOT
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2-2011



TR-1210_03
SPECIAL DETAILS AND PAVEMENT



MARKINGS FOR TWO-WAY HIGHWAYS



41-2201



STANDARD



PARKING STALL PARKING STALLS FOR HANDICAPPED



1.  FOR PAVEMENT MARKINGS ON A CLIMBING LANE SEE DETAIL "L" ON TRAFFIC STANDARD SHEET TR-1210_02 "PAVEMENT MARKINGS FOR DIVIDED HIGHWAYS".



PAVEMENT MARKINGS FOR



TURNING LANES



WHITE TURN ARROW



ADDED PAVEMENT MARKINGS FOR TURNING LANES.



4.  RIGHT TURN PAVEMENT MARKINGS ARROWS ARE MIRROR IMAGE OF LEFT TURN PAVEMENT MARKING ARROWS.



   TRAFFIC STANDARD SHEET TR-1210_02 "PAVEMENT MARKINGS FOR DIVIDED HIGHWAYS".



3.  FOR PAVEMENT MARKING LINES, STOP BARS AND ARROWS AT RAMPS SEE  DETAILS "O" & "P" AND NOTES ON 



2 12-2013 REMOVED PAVEMENT MARKING ARROWS ON RAMPS NOTES AND



ADDED NEW NOTE #3 REFERRING TO SHEET TR-1210_02.



(WHITE)



YIELD LINE DETAIL



DIRECTION OF TRAVEL



1'-0"



  16" WIDE BAR



  24" WIDE SPACE



8' MIN.



 CROSSWALKS 



8' MIN.



4' MIN.



4' MIN.



4" WHITE



50' 30' 
10' TYP.



4" YELLOW



4' MIN.



4" WHITE SHOULDER LINE



2' TYP.



11' 



4" 



11' 4" YELLOW



4" WHITE SHOULDER LINE



10' 



4" YELLOW



4" WHITE SHOULDER LINE



30'
10' 4" YELLOW BROKEN LINE



  8' MIN. LENGTH CROSSWALKS 



  8' MIN. LENGTH



  16" WIDE BAR



  24" WIDE SPACE



20' MIN. 9



  STOP BARS AND YIELD LINES



1.  STOP BARS AND YIELD LINES SHALL BE WHITE.



2.  STOP BARS SHALL BE 12" MIN. UNLESS OTHERWISE NOTED ON PLANS.



7.  YIELD LINES SHOULD BE INSTALLED FROM THE CENTERLINE TO THE CURB LINE/EDGE OF ROAD



8.  FOR YIELD LINE INSTALLATIONS, ONLY FULL TRIANGLES ARE TO BE INSTALLED.



2  AT LOCATIONS WHERE THE CROSSWALK IS SKEWED, BARS TO BE PARALLEL TO { AND ENDS OF



   BARS TO BE PARALLEL. THE LENGTH OF THE BARS WILL VARY DEPENDING ON THE ANGLE OF SKEW.



4" WHITE BROKEN LANE LINE



4" WHITE SHOULDER LINE



3' TYP



9' TYP
30' TYP



10' TYP3' TYP



9' TYP



50' TYP



40' TYP



4" WHITE LANE LINE



4" WHITE SHOULDER LINE



4" WHITE SHOULDER LINE



4" YELLOW TYP.



24" TYP



15'



6' 



15'



50' 



4" WHITE SHOULDER



 LINE



FT.



100 



100



125



175



250



325



400



475



4" WHITE LINE (TYP.)



16' 



2' (TYP.)



4"



24'



4"



2' (TYP.)



4" WHITE



2'   (TYP.)



24' 



7'-1"



   CANNOT BE LOCATED EXACTLY WHERE VEHICLES ARE EXPECTED TO YIELD, THE YIELD LINE SHOULD



STOP BARS, YIELD LINES, AND CROSSWALKS



11'-0"



SIGN #31-0510 (TYP.)



   CENTERLINE OF THE ROADWAY, AT THE DESIRED STOPPING POINT AT LEAST 5' AND NO MORE



   THAN 30' FROM THE NEAREST EDGE OF THE INTERSECTING ROADWAY.



4.  ONLY FULL LENGTH BARS ARE TO BE INSTALLED.



3.  STOP BARS TO BE MARKED A MINIMUM OF 4' IN ADVANCE OF THE NEAREST EDGE OF CROSSWALK



6.  FOR STOP BARS AT RAMPS SEE DETAILS "O" & "P" AND NOTES ON TRAFFIC STANDARD SHEET



   TR-1210_02 "PAVEMENT MARKINGS FOR DIVIDED HIGHWAYS".



   AND SHOULD BE PLACED 90° TO THE CENTERLINE OF THE ROADWAY.



4.  IN THE ABSENCE OF A MARKED CROSSWALK THE STOP BAR SHOULD BE PLACED 90° TO THE



5.  THE STOP BAR SHOULD BE PLACED IN LINE WITH THE STOP SIGN. HOWEVER, IF THE STOP SIGN



   CANNOT BE LOCATED EXACTLY WHERE VEHICLES ARE EXPECTED TO STOP, THE STOP BAR SHOULD



   BE PLACED AT THE STOPPING POINT.



   AND SHOULD BE PLACED 90° TO THE CENTERLINE OF THE ROADWAY.



10.  THE YIELD LINE SHOULD BE PLACED IN LINE WITH A YIELD SIGN. HOWEVER, IF THE YIELD SIGN



   BE PLACED AT THE YIELDING POINT.



I
N



T
E



R
S



E
C



T
I
N



G



5.  DECORATIVE CROSSWALKS SHALL BE BANDED FROM CURB TO CURB WITH A MINIMUM 12" WIDE WHITE 



   TRANSVERSE LINE ALONG EACH EDGE.



24" STOP BAR SHOULD BE PLACED 90°



TO THE ROADWAY CENTERLINE OR 8' FROM



AND PARALLEL TO THE GATE IF PRESENT



DIMENSIONS ARE IN ENGLISH ('.")



2' TYP.



100 



100 



20'



MINIMUM



3 ADDED YIELD LINE DETAIL AND NOTES. REVISED NOTES FOR 



STOP BARS AND CROSSWALKS. REVISED MARKINGS FOR STOP



BARS AND CROSSWALKS. REVISED STANDARD LANE WIDTH.



REVISED MARKINGS FOR GRADE CROSSINGS AND TABLE A.



(1 MILE OR LESS)



8" WHITE DOTTED LANE LINE



6.  LANE WIDTHS TO BE 11' UNLESS OTHERWISE NOTED.



4" YELLOW CENTERLINE



CENTERLINE



4" WHITE DOTTED LINE



4" YELLOW CENTERLINE



4" WHITE SHOULDER LINE



2'-0"



3'-0"



EDGE OF ROADWAY



VARIES



20'



67.5 S.F.



16"



8'



SEE TABLE A



RR



15'



EDGE OF ROADWAY



TYP.



EDGE OF ROADWAY



(REPRESENTS PLACEMENT DISTANCE)



TRANSVERSE BAND TYP.



41-2201



4" WHITE SHOULDER LINE



4" YELLOW TYP.



24" TYP



24'



6' 



16'



60'



4" WHITE SHOULDER



 LINE



24" STOP BAR SHOULD BE PLACED 90°



TO THE ROADWAY CENTERLINE OR 8' FROM



AND PARALLEL TO THE GATE IF PRESENT



20'



20'



67.5 S.F.



16"



6.6'



1.6'



3.3'



≥ 10'
WIDTH



LANE



WIDTH



LANE
< 10'



3.  BARS SHOULD BE NO CLOSER THAN 1' FROM CURB LINE/EDGE OF ROAD. 



6.  24" WIDE SPACE TO BE CENTERED ON YELLOW CENTERLINE.



   OF THE NEAREST CROSSWALK LINE, OR AS DIRECTED BY THE ENGINEER.



9  AT MID-BLOCK CROSSWALKS ONLY, YIELD LINES SHOULD BE INSTALLED 20 TO 50 FEET IN ADVANCE



10-2014



2.  ON MULTI-LANE ROADS THE TRANSVERSE BANDS SHOULD
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E5 - SERIES



E5-1



EXIT



BACKGROUND - GREEN



COPY & BORDER - WHITE



G20 - SERIES



G20-2a



END



ROAD WORK



TO STOP



WORK AREA



BE PREPARED



NEXT 0 MILES



BUSINESS



ACCESS



BACKGROUND - BLUE



COPY & BORDER - WHITE



VARIABLE ARROW



ROAD WORK



NEXT 0 MILE(S)



BE PREPARED



TO STOP



M4 - SERIES



M4-8



DETOUR



M4-10



(R)



DETOUR



DETOUR



(L)



DETOUR



M4-8a



END



DETOUR



VARIABLE ARROW



R1 - SERIES



R1-1



STOP



*
COPY & BORDER - WHITE



BACKGROUND - RED



R1-2



COPY & BORDER - RED



BACKGROUND - WHITE



YIELD



*



R4 - SERIES



R4-7



COPY & BORDER - BLACK



BACKGROUND - WHITE



COPY & BORDER - BLACK



BACKGROUND - WHITE



R11-2



ROAD



CLOSED



COPY & BORDER - BLACK



BACKGROUND - WHITE



R11-3a



ROAD CLOSED



LOCAL TRAFFIC ONLY



00 MILES AHEAD



COPY & BORDER - BLACK



BACKGROUND - WHITE



R11-3b



LOCAL TRAFFIC ONLY



00 MILES AHEAD



BRIDGE CLOSED



COPY & BORDER - BLACK



BACKGROUND - WHITE



R11-3b



ROAD CLOSED



THRU TRAFFIC



TO



COPY & BORDER - BLACK



BACKGROUND - WHITE



DOUBLED



FINES



AHEAD



ROAD WORK



VARIABLE ARROW



AHEAD



SIDEWALK CLOSED



CROSS HERE



VARIABLE ARROW



SIDEWALK CLOSED



CROSS HERE



SIDEWALK



CLOSED



 9.0 



 9.0 



 16.0



 16.0   48 



  48 



  36 



  36 



2



2



1



1    



    



    



    



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



80-9432L



80-9431R



80-9452L



80-9451R



W1 - SERIES



W1-4



(R)(L)



W1-6



(L or R)



W1-8



(R)(L)



BOTH LANES



SHIFT LEFT



AHEAD AHEAD



SHIFT RIGHT



BOTH LANES



(R)(L)



BOTH LANES



SHIFT LEFT SHIFT RIGHT



BOTH LANES



(R)(L)



(R)(L)



AHEAD AHEAD



(R)(L)



(R)(L)



AHEAD AHEAD



W3-1a



ARROW & BORDER - BLACK



OCTAGON - RED W/ WHITE BORDER



W3-2a



BOTTOM CIRCLE - GREEN



W3-3



ARROW & BORDER - BLACK



TRIANGLE - RED W/ WHITE BORDER



COPY & BORDER - BLACK



TOP CIRCLE - RED



MIDDLE CIRCLE - YELLOW



W4-2



(L) (R)



W3 - SERIES



W3-1



AHEAD



STOP



W4-W6 - SERIES



W6-3



W8-W9 - SERIES



W8-1



BUMP



AHEAD



BUMP



W9-2



LEFT



MERGE
RIGHT
MERGE



LANE ENDS LANE ENDS



(R)(L)



W13 - SERIES



W13-1



M.P.H.



00



00 MPH



SPEED TO



REDUCE



     



 16.0   48 



            



51-6147 2



     



    



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



     



 8.0 48X24



            



80-9612 2



     



    



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



 9.0 



 16.0   48 



  36 80-9711



80-9712 2



1    



    



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



     



 7.0 72X14



            



80-9720  



     



    



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



     



 9.0   36 



            



50-5934 2



     



    



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



     



 2.0 24X12



            



80-9707 1



     



    



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



     



 3.0 24X18



            



80-9708 1



     



    



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



 6.0 



 6.0 48X18



48X18



2



2    



    



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



80-9701R



80-9702L



     



 5.0 30X24



            



80-9710 1



     



    



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



 5.19



13.30   48 



  30 31-0552



31-0557 2



1    



    



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



     



 5.0 24X30



            



31-1526 1



     



    



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



     



 10.0 48X30



            



80-9080 2



     



    



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



     



 12.5 60X30



            



80-9077 2



     



    



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



     



 12.5 60X30



            



80-9078 2



     



    



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



     



 12.5 60X30



            



80-9081 2



     



    



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



     



 3.0 24X18



            



80-9074 1



     



    



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



     



 2.0 24X12



            



80-9075 1



     



    



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



     



 3.75 30X18



            



80-9076 1



     



    



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



 8.0 



 12.5 60X30



48X24 80-9424



80-9423 2



2    



    



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



 3.0 



 5.0 



 7.5 30X36



24X30



18X24 80-9401



80-9403



80-9404 1



1



1    



    



    



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



 16.0



 16.0   48 



  48 



2



2    



    



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



80-9433L



80-9435R



 16.0



 16.0   48 



  48 



2



2    



    



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



80-9434L



80-9436R



     



 9.0   36 



            



80-9808 1



     



    



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



 9.0 



 16.0   48 



  36 80-9050



80-9051 2



1    



    



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



 9.0 



 16.0   48 



  36 80-9054



80-9055 2



1    



    



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



 9.0 



 16.0   48 



  36 80-9052



80-9053 2



1    



    



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



 16.0



 16.0   48 



  48 



2



2    



    



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



80-9918L



80-9917R



     



 16.0   48 



            



80-9945 2



     



    



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



 9.0 



 16.0   48 



  36 80-9901



80-9902 2



1    



    



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



 9.0 



 16.0   48 



  36 80-9801



80-9802 2



1    



    



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



 16.0



 16.0   48 



  48 



2



2    



    



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



80-9910L



80-9911R



 4.0 



 6.25   30 



  24 80-9569



80-9567 1



1    



    



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



 9.0 



 16.0   48 



  36 80-9506



80-9508 2



1    



    



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



W20 - SERIES



W20-1



ROAD



WORK



AHEAD



 6.25



 9.0 



 16.0   48 



  36 



  30 80-9602



80-9603



80-9604 2



1



1    



    



    



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



 9.0 



 16.0   48 



  36 80-9614



80-9615 2



1    



    



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



W20-1



ROAD



WORK



0000 FT



 9.0 



 16.0   48 



  36 80-9805



80-9806 2



1    



    



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



W20-2



DETOUR



1000 FT



 9.0 



 16.0   48 



  36 80-9834



80-9835 2



1    



    



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



CONSTRUCTION
AHEAD



ROAD USE RESTRICTED



STATE LIABILITY LIMITED



GENERAL STATUTES SEC 13a-115, 13a-145



COMMISSIONER OF TRANSPORTATION



CONSTRUCTION
AHEAD



STATE LIABILITY LIMITED



GENERAL STATUTES SEC 13a-115, 13a-145



COMMISSIONER OF TRANSPORTATION



SIDEWALK USE RESTRICTED



16 - SERIES



     



 10.0 48X30



            



80-1619 2



     



16-S



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



W20-4



ONE LANE



AHEAD



ROAD



 16.0



 16.0   48 



  48 80-9836



80-9839 2



2 (L)



 (R)



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



 16.0



 16.0   48 



  48 80-9847



80-9848 2



2 (L)



 (R)



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



LEFT LANE



AHEAD



CLOSED



(L) (R)



RIGHT LANE



AHEAD



CLOSED



(L) (R)



 16.0



 16.0   48 



  48 80-9837



80-9838 2



2 (L)



 (R)



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



AHEAD



CLOSED



TWO LANES



RIGHT



(L) (R)



AHEAD



CLOSED



TWO LANES



LEFT



 9.0 



 16.0   48 



  36 80-9803



80-9804 2



1    



    



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



W20-7a



SLOW MOVING



TRUCKS AHEAD



AHEAD



1 MILE



 2.0 



 3.75 30X18



24X12 80-9870



80-9871  



     



    



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



W21 - SERIES



     



 9.0   36 



            



80-9607 1



     



    



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



SURVEY



CREW



W21-6



W22 - SERIES



 9.0 



 16.0   48 



  36 80-9620



80-9625 2



1    



    



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



1000 FT



ZONE



BLASTING



W22-1



     



 10.5 42X36



            



80-9623 2



     



    



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



TURN OFF



W22-2



2-WAY RADIO



AND



CELL PHONE



 7.5 



 10.5 42X36



36X30 80-9622



80-9621 2



2    



    



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



W22-3



END



BLASTING



ZONE



     



 2.51   19 



            



80-9950
 



    



    



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



STOP-SLOW PADDLE



PADDLE



SIDE A SIDE B



STOP SLOW
* *



 BACKGROUND -  RED



 COPY & BORDER - BLACK PLAIN



SIDE A



SIDE B



 BACKGROUND -  ORANGE



VARIABLE MILEAGE



VARIABLE MILEAGE



VARIABLE SPEED



VARIABLE SPEED



SHOULDER



CLOSED



SHOULDER



CLOSED



AHEAD



(1) (2)



 16.0



 9.0 



 16.0   48 



  36 



  48 80-9957



80-9958



80-9959 2



1



2 (1)



 (2)



 (2)



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



     



 12.0 72X24



            



80-9519 2



     



    



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



SPEED LIMIT AHEAD



00 MPH



VARIABLE SPEED



     



 9.0 



 16.0   48 



  36 



            



80-9933



80-9934 2



1



     



    



    



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



 16.0   48 80-9956 2    



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



USE



SHOULDER



 16.0   48 80-9951 2    



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



STAY



IN



LINE



 4.17



 12.0



 3.33 48X10



96X18



60X10 80-9913



80-9914



80-9916 2



2



2    



    



    



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



(VARIABLE LEGEND)



VARIABLE LEGEND



BLANK OR



     



 12.5



 24.0 72X48



60X30



            



80-9928



80-9929 2



2



     



    



    



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



LEGEND



VARIABLE( )



     



 2.0 24X12



            



80-9912 1



     



    



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



DETOUR



PEDESTRIAN



 COPY & BORDER - WHITE



VARIABLE MILEAGE



VARIABLE MILEAGE



     



 90.0



       



80-9728  



     



    



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



       



120X108



VARIABLE DISTANCE



LANES



CLOSED



LEFT



LANES



CLOSED



RIGHT



 16.0



 16.0   48 



  48 80-9846



80-9849 2



2 (L)



 (R)



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



(L) (R)



CLOSED



LEFT



CLOSED



RIGHT



LANE LANE



SUBPLATE



 



 



     



 5.0 30X24



            



80-9703 1



     



    



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



     



 6.25 30X30



            



80-9706 1



     



    



AREA



(SQ. FT) (INCHES)



SIZE CONN.



D.O.T.  #
POSTS



VARIABLE ARROW



VARIABLE ARROW



DETOUR



DETOUR



R9 & R11 - SERIES



R9-11



R9-9



R9-11a



M4-9b



M4-9b



COPY & BORDER - BLACK



BACKGROUND - WHITE



COPY & BORDER - BLACK



BACKGROUND - WHITE



COPY & BORDER - BLACK



BACKGROUND - WHITE
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   A-C OR BETTER.  SIGN BLANKS SHALL HAVE ONE COAT OF PRIMER PAINT PRIOR TO APPLICATION OF RETROREFLECTIVE SHEETING & COPY.



   80-9519, & 51-6147 (L OR R) WHICH SHALL BE .125", PLYWOOD THICKNESS FOR POST MOUNTED SIGNS SHALL BE  1/2" EXTERIOR GRADE 
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  SIGNS AND THEIR PORTABLE SUPPORTS SHALL CONFORM TO THE REQUIREMENTS OF NCHRP REPORT 350 (TL-3) OR THE AASHTO MASH



MATERIALS:



   * SIGNS TO USE TYPE IX RETROREFLECTIVE SHEETING.
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  BE ERECTED ON THE SAME POSTS, OR SPAN/MAST ARM MOUNTED, MAY REQUIRE SPECIAL BOLT HOLE PATTERNS.



  PATTERN REFER TO FHWA PUBLICATION "STANDARD HIGHWAY SIGNS".  SIGNS OF DIFFERENT DIMENSIONS TO



6. FOR SPECIFIC SIGN DESIGN, CONTACT CONN.  D.O.T., DIVISION OF TRAFFIC ENGINEERING.  FOR BOLT HOLE



  CHANNELIZING DEVICES".



5. FOR TEMPORARY SUPPORTS SEE STANDARD SHEET TR-1220_02 - "CONSTRUCTION SIGN SUPPORTS AND



4. ALL POSTS NOTED ARE FOR LONG TERM INSTALLATION. SEE STANDARD SHEET TR-1208_02.



3. POSTS - TYPE A (EXCEPT WHERE NOTED WITH A "B" FOR TYPE B)
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Wood Chip Mulch


6'-8' Ht. B.B.Am.c. Amelanchier canadensis Shadblow Serviceberry


             Field Locate


Control and Removal of Invasive Vegetation


A.r. Acer rubrum Red Maple 1 3/4"-2" Cal. B.B.


I.v. Ilex verticillata Common Winterberry 4' On Center18"-24" Ht. B.B.
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Celastrus orbiculatus, Oriental Bittersweet


Berberis thunbergii, Japanese Barberry


Ampelopsis brevipedunculata, Porcelainberry


Alliaria petiolata, Garlic Mustard


Ailanthus altissima, Tree of Heaven


Acer platanoides, Norway Maple


CONTROL AND REMOVAL OF INVASIVE VEGETATION


M. Rylander


D. Barnes
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3 A.r.


5 Am.c.


12 C.s. 3 Am.c.


3 A.r.


7 Am.c.


7 I.v.


5 Am.c.


3 A.r.


C.s. 12Cornus sericea Red Twig Dogwood 18"-24" Ht. B.B. 4' On Center
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CONTROL AND REMOVAL OF


INVASIVE VEGETATION - 496 S.Y.


CONTROL AND REMOVAL OF
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Discipline Subset Submittal Checklist – For Internal CTDOT Use Only 



The following check list shall be checked and attached to each discipline subset 



prior to being digitally signed.  



Check Task Section in DPD 



Manual  



 1. Attach this checklist to the discipline subset. Section 3.1 



 
2. Complete the following tasks using Bluebeam on 



the discipline subset? 



 



 a. Apply Page Labels Section 1.6.2 



 b. Apply Sheet Numbers Section 1.6.2 



 c. Apply Watermark Section 2.4 



 d. Flatten Markups Section 2.4 



 e. Digital Signature Field Section 2.5.1 



 



3. Upload, if not in Projectwise already, the 



discipline subset into the 100_Contract_Plans 
folder in Projectwise and attribute the document 



correctly? 



Section 3.2.4 



 a. Discipline = CT 



 b. Main Category = CON 



 
c. Sub Category = FDP, DCD, DCD2, ADP, 



ACD, DCO where applicable 



 



d. Label = subset number and name. 



 Example of highways subset would 
be 03-Highways. 



 The label for a subset shall be the 



same for both FDP and DCD 
submittals. 



 Addendum submittals shall match 
FDP submittals with the addition of 
“_A#”. 



 Change Order Submittals shall 
match FDP submittals with the 



addition of “_C#”.   



 
e. Description field is filled in with a 



description of the subset. 



 



f. The applicable bridge no.(s) or signal 



intersection(s) were selected that is/are 
associated with this subset.   



 4. Type name and telephone number below.  



 
5. Forward link to the Engineer of Record for Digital 



Signature. 



 



 
6. Apply the QA/QC stamp after the discipline 



subset has been digitally signed. 
Section 3.1 



I have performed and checked that all the tasks above were performed correctly. 



 



Submitted By (Type in Name)   Phone Number (Type in Phone Number) 





http://www.ct.gov/dot/lib/dot/documents/aec/Digital_Project_Development.pdf#page=55


http://www.ct.gov/dot/lib/dot/documents/aec/Digital_Project_Development.pdf#page=12


http://www.ct.gov/dot/lib/dot/documents/aec/Digital_Project_Development.pdf#page=12


http://www.ct.gov/dot/lib/dot/documents/aec/Digital_Project_Development.pdf#page=40


http://www.ct.gov/dot/lib/dot/documents/aec/Digital_Project_Development.pdf#page=41


http://www.ct.gov/dot/lib/dot/documents/aec/Digital_Project_Development.pdf#page=44


http://www.ct.gov/dot/lib/dot/documents/aec/Digital_Project_Development.pdf#page=61


http://www.ct.gov/dot/lib/dot/documents/aec/Digital_Project_Development.pdf#page=56
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PLANS FOR DETAILS.


RAIL TYP. SEE HIGHWAY 


INSTALL METAL BEAM


ROUTE 99
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PRECAST WINGWALL 2A


PLANS FOR DETAILS.


RIPRAP SWALE, SEE HIGHWAY 


EL. 80.50


ROUTE 99 OVER HOG BROOK


FILL".


FOR UNDER THE ITEM "GRAVEL 


AREA.ƒ" GRAVEL TO BE PAID 


AND CLOUT EVENLY OVER 


ON TOP OF STANDARD RIPRAP 


THICK LAYER OF ƒ" GRAVEL


WORKED INTO VOIDS. PLACE 6"


RIPRAP WITH ƒ" GRAVEL 


3' THICK LAYER OF STANDARD 


REPLACEMENT OF BRIDGES NOS.


02102 AND 04179 CARRYING


INVERT EL. 78.14.


24" DRAINAGE. DRAINAGE PIPE


THROUGH WING WALL FOR


32" DIA. PREFORMED HOLE


NETWORKS, AND COXCOM, INC.


COMMUNICATIONS, EVERSOURCE ENERGY, THE METROPOLITAN DISTRICT, LIGHTOWER FIBER 


PROTECTED DURING CONSTRUCTION: CONNECTICUT NATURAL GAS CORPORATION, FRONTIER 


UTILITIES: THE FOLLOWING UTILITIES ARE LOCATED WITHIN THE PROJECT LIMITS AND SHALL BE 


AND PROTECTION OF TRAFFIC" AND "PROSECUTION AND PROGRESS."


TRAFFIC: ALL WORK SHALL BE DONE IN ACCORDANCE WITH THE SPECIAL PROVISIONS "MAINTENANCE


SHALL BE CAREFULLY REMOVED AND SALVAGED. SEE SPECIAL PROVISIONS.


SALVAGE: THE EXISTING TEMPORARY RETAINING SYSTEM SUPPORTING BRIDGE NO. 02102 HEADWALLS


THAN THREE DECIMAL PLACES, THE  OMITTED DIGITS SHALL BE ASSUMED TO BE ZEROS.


ALL ELEVATIONS ARE GIVEN IN FEET. WHEN DIMENSIONS OR ELEVATIONS ARE GIVEN TO LESS 


DIMENSIONS AND ELEVATIONS: ALL DIMENSIONS ARE GIVEN IN FEET UNLESS OTHERWISE NOTED. 


SHALL BE 2 1/2" MINIMUM.


BOX CULVERT SHALL BE 2" MINIMUM, EXCEPT AT THE TOP OF THE TOP SLAB WHERE THE COVER 


SHALL HAVE THE MINIMUM COVER INDICATED IN THE PLANS. COVER IN THE PRECAST CONCRETE 


CONCRETE COVER: REINFORCEMENT IN WALL PRECAST WALL STEMS, CUT-OFF WALLS, AND FOOTINGS 


OTHERWISE.


EXPOSED EDGES: EXPOSED EDGES OF CONCRETE SHALL BE BEVELED 1" X 1" UNLESS DIMENSIONED 


OF THE ENGINEER AND SHALL BE DAMPENED WITH WATER JUST PRIOR TO PLACING THE CONCRETE.


CONCRETE AND FOREIGN MATERIAL. THE SURFACES SHALL BE CLEANED TO THE SATISFACTION 


BETWEEN THE NEW AND EXISTING CONCRETE SHALL BE FREE OF LOOSE MATERIAL, UNSOUND 


WILL NOT BE PERMITTED WITHOUT THE PRIOR APPROVAL OF THE ENGINEER. THE SURFACES 


CONSTRUCTION JOINTS: CONSTRUCTION JOINTS OTHER THAN THOSE SHOWN ON THE PLANS 


INTERIOR HEIGHT.


WIDTH. THE SECOND DIMENSION GIVEN IN THE BOX CULVERT ITEM NAME IS THE NOMINAL 


THE FIRST DIMENSION GIVEN IN THE BOX CULVERT ITEM NAME IS THE NORMAL INTERIOR 


PRECAST CONCRETE BOX CULVERT" TO THE DIMENSIONS AND DETAILS SHOWN ON THE PLANS.


A PRECAST CONCRETE BOX CULVERT IN ACCORDANCE WITH THE SPECIAL PROVISION "18' X 6'-6" 


PRECAST CONCRETE BOX CULVERT: THE CONTRACTOR SHALL DESIGN, CONSTRUCT AND INSTALL 


CONCRETE BOX CULVERT."


LIVE LOAD: HL-93, LEGAL,  AND PERMIT VEHICLES. SEE SPECIAL PROVISION "18' X 6'-6" PRECAST 


AND SHALL CONFORM TO THE REQUIREMENTS OF ASTM A185 OR A497.


REQUIREMENTS OF ASTM A615, GRADE 60. WELDED WIRE FABRIC SHALL BE UNCOATED


REINFORCEMENT: REINFORCING BARS SHALL BE UNCOATED AND SHALL CONFORM TO THE 


f'c = 5 KSI @ 28 DAYS


PRECAST CONCRETE (CUT OFF WALLS, BOX CULVERT, HEADWALLS, WINGWALLS, FOOTINGS):


EDITION-2010 WITH LATEST INTERIM'S.


RATING SPECIFICATIONS: THE MANUAL FOR BRIDGE EVALUATION (AASHTO LRFR) SECOND 


BRIDGE DESIGN MANUAL - 2003.


LATEST INTERIM, AND SUPPLEMENTED BY THE CONNECTICUT DEPARTMENT OF TRANSPORTATION 


DESIGN SPECIFICATIONS: AASHTO LRFD BRIDGE DESIGN SPECIFICATIONS 6TH EDITION-2012 WITH 


SPECIFICATIONS THERETO DATED JULY 2015 AND SPECIAL PROVISIONS.


SPECIFICATIONS: CONNECTICUT DEPARTMENT OF TRANSPORTATION FORM 816 (2004), SUPPLEMENTAL 
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FOR EXISTING 6" 


TEMPORARY SUPPORT 


COFFERDAM EL. 75.50


MINIMUM TOP OF 


LIMITS OF TOP OF EXCAVATION


} OF ROUTE 99


DETAILS


PLAN FOR MORE 


SEE DRAINAGE


CATCH BASIN, TYP.


APPROXIMATE LOCATION


FOR ROADWAY DRAINAGE,


TEMPORARY PUMP HOSE


AND THE PROPOSED WATER MAIN.


CONDUITS, THE EXISITING OVERHEAD WIRES, 


EXISITING UNDERGROUND TELECOMMUNICATION


EXISTING GAS MAIN, THE EXISTING SEWER, THE 


CONSTRUCTION. THESE UTILITIES INCLUDE THE 


ALL UTILITIES SHALL BE PROTECTED THROUGHOUT 2. 


PLACE.


OF CONSTRUCTION UNTIL FINAL BACKFILL HAS TAKEN


SHALL BE PROTECTED THROUGHOUT THE ENTIRETY 


TO BE DESIGNED BY THE CONTRACTOR. UTILITIES 


UNDERGROUND TELECOMMUNICATION CONDUITS IS 


TEMPORARY SUPPORT FOR EXISTING GAS MAIN AND1.
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CRANE MAT, TYP.
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HANDLING PUMP 
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"HANDLING WATER" (SEE SPECIAL PROVISIONS).


SHALL BE INCLUDED UNDER THE PAY ITEM 


ALL WORK RELATING TO WATER HANDLING 3.


CONTRACTOR.


SWITCH SHALL BE PROVIDED BY THE 


A SECONDARY SPARE PUMP WITH A FLOAT 2.


AVERAGE SPRING FLOW (9.2 CFS). 


MINIMUM CAPACITY OF 4 TIMES THE A 


PUMP SYSTEM MUST BE ABLE TO BYPASS 1.


SYSTEM, TYP.


SEDIMENTATION CONTROL 


STREAMBED EL. 74.50


APPROXIMATE EXISTING


CONSTRUCTION SEQUENCE-1
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INSTALL STAY-IN-PLACE CONCRETE SKIDS TO BE USED FOR 11.


FOOTINGS.


PLACE 1' OF GRANULAR FILL UP TO BOTTOM ELEVATION OF10.


THIS SHEET.


INSTALL FULLY ENCLOSED COFFERDAM AS SHOWN ON 9.


ANY APPURTENANCES. 


REMOVE EXISTING STRUCTURES, METAL BEAM RAIL, AND 8.


TELECOMMUNICATIONS CONDUITS .


EXCAVATE EARTH, SUPPORT GAS MAIN AND UNDERGROUND7.


TO APPROXIMATE LOCATION AS SHOWN ON PLANS.


HANDLING SYSTEM. RELOCATE TEMPORARY BYPASS HOSE


INSTALL REMAINING OUTLET COFFERDAM AND WATER6. 


CLOSE ROAD AND DETOUR TRAFFIC.5.


DETAILS.


AS SHOWN ON THIS SHEET. SEE HIGHWAY PLANS FOR MORE 


INSTALL THE CATCH BASINS AND TEMPORARY DRAINAGE PUMPS 4.
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RELOCATE 10" CAST IRON MDC WATER MAIN UNDERNEATH3.
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STAGE 2: INSTALLATION OF PRECAST CONCRETE SECTIONS


DETAILS.


CONCRETE WALLS". SEE SPECIAL PROVISION FOR MORE 
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ISOMETRIC VIEW -  BRIDGE NO. 02102
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LIMITS OF NEW 
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CONSTRUCTION SEQUENCE-3
 


OF STANDARD RIP-RAP


APPROXIMATE LIMITS 


ZMK/RIB


A


S-8


ROUTE 99 OVER HOG BROOK


REPLACEMENT OF BRIDGES NOS.


02102 AND 04179 CARRYING


RELOCATE UTILITY POLES TO FINAL LOCATIONS (BY OTHERS).13.


12. REMOVE SEDIMENTATION CONTROL SYSTEM.


INSTALL RIPRAP SWALE. 11.


PAVEMENT MARKINGS.


PLACE TOPSOIL, ESTABLISH TURF, LANDSCAPE, AND INSTALL PERMANENT10.


REOPEN ROADWAY TO TRAFFIC.9.


ADD TEMPORARY PAVEMENT MARKINGS.8.


PAVE ROAD, INSTALL METAL BEAM RAILS.7.


FENCE, AND CONSTRUCT GRASS SWALE.


CONSTRUCT 5'-WIDE CONCRETE SIDEWALK, INSTALL PROTECTIVE


FLOWABLE FILL AROUND THE TELECOMMUNICATION CONDUITS, 


INSTALL TEMPORARY EARTH RETAINING SYSTEM AND POUR 6.


REMOVE COFFERDAMS AND WATER HANDLING SYSTEM.5. 


ELEVATIONS, AND REMOVE TEMPORARY SUPPORTS OF UTILITIES. 


FINISH BACKFILLING, GRADE GROUND SURFACE TO PROPOSED 


INSTALL RIP-RAP AND TOE BOULDERS WITHIN THE LIMITS SHOWN, 4.


SHELVES INSIDE CULVERT.


INSTALL NATURAL STREAMBED MATERIAL AND FORM DUAL RIPARIAN 3.


INLET WINGWALLS


INSTALL HIGHWAY DRAINAGE SYSTEMS OUTLETTING THROUGH 2.


AND REMOVE TEMPORARY ROADWAY DRAINAGE.


INSTALL FINAL CATCH BASIN THAT IS INSIDE EXCAVATION LIMIT,1.


OUTLET CUTOFF WALL


INLET CUTOFF WALL


PRECAST FOOTING 1B


PRECAST FOOTING 2B


PRECAST FOOTING 1A


PRECAST FOOTING 2A - LOWER


PRECAST FOOTING 2A - UPPER


GRASS SWALE


LIMITS OF PROPOSED


CULVERT SECTION, TYP.


PRECAST 18' X 6'-6" BOX


BOULDER, TYP. (*)


2' DIA. TOE


FISHERIES OR DOT OEP STAFF.


BE DIRECTED IN THE FIELD BY CT DEEP


(*)  INSTALLATION OF TOE BOULDERS SHALL 


CONTROL SYSTEM


SEDIMENTATION 


R.O.W. LIMIT


FOLLOWING PROPOSED 


ESTABLISHMENT 


GRUBBING AND TURF 


LIMITS OF CLEARING AND 


CONDUITS


EXISTING COMMUNICATION


GAS MAIN


EXISTING 6" 


(OUTLET)


HEADWALL 


(INLET)


HEADWALL 


PROPOSED R.O.W. LIMITS 


AND TURF ESTABLISHMENT FOLLOWING 


LIMITS OF CLEARING AND GRUBBING


PLANS FOR MORE DETAILS


THROUGH WINGWALL. SEE HIGHWAY 


24" RCP DRAINAGE PIPE OUTLETTING 


PAINTING TEMPORARY PAVEMENT MARKINGS.9.


INSTALLATION OF ALL METAL BEAM RAILS AND ANCHORAGES.8.


PROTECTIVE FENCE.
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SHALL BE PAID FOR UNDER THE ITEM, "PROTECTIVE FENCE (5' HIGH)."


THE FABRICATION AND INSTALLATION OF PRETECTIVE FENCE, INCLUDING THE PRESET ANCHORAGE,5.
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SHALL BE HOT-DIP GALVANIZED AFTER FABRICATION IN ACCORDANCE WITH ASTM A123.
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TO ENSURE ACCESS TO ALL DRIVEWAYS.
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3. POSTS - TYPE A (EXCEPT WHERE NOTED WITH A "B" FOR TYPE B)


   SIGNS OF DIFFERENT DIMENSIONS TO BE ERECTED ON THE SAME POSTS, OR SPAN/MAST ARM MOUNTED,


   MAY REQUIRE SPECIAL BOLT HOLE PATTERNS.


1. FOR SPECIFIC SIGN DESIGN CONTACT CONN.  D.O.T., DIVISION OF TRAFFIC ENGINEERING.
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* Discipline subset includes the General subset and all other discipline subsets.  The 02-Revisions does not need 
a checklist attached.  The standard subsets already have a checklist attached to the index sheets. 



– For Internal CTDOT Use Only Discipline Subset Submittal Checklist  



The following check list shall be checked and attached to each discipline subset * 



prior to being digitally signed. 
 



Check Task Section in DPD 



Manual 



 1. Attach this checklist to the discipline subset. Section 3.1 



 2. Ensure the plans conform to Section 1.4, step 1 of    
the Digital Project Development Manual. 



Section 1.4 



 3. Complete the following tasks using Bluebeam on 



the discipline subset? 



 



 a. Apply Page Labels Section 1.6.2 



 b. Apply Sheet Numbers Section 1.6.2 



 c.  Apply Watermark Section 2.4 



 d. Flatten Markups Section 2.4 



 e. Digital Signature Field Section 2.5.1 



       4. Type name and telephone number below.  
 5.  Upload, if not in Projectwise already, the 



discipline subset into the 100_Contract_Plans 
folder in Projectwise and attribute the document 



correctly? 



Section 3.2.4 



 a. Discipline = CT 



 b. Main Category = CON 



 c.  Sub Category = FDP, DCD, DCD2, 



ADP, ACD, DCO where applicable 
 d. Label = subset number and name. 



   Example of highways subset 
would be 03-Highways. 



   The label for a subset shall be the 



same for both FDP and 
DCD submittals. 



   Addendum submittals shall match 
FDP submittals with the addition 
of “_A#”. 



   Change Order Submittals shall 
match FDP submittals with 
the 
addition of “_C#”.  e. Description field is filled in with 



a description of the subset. 
 f. The applicable bridge no.(s) or signal 



intersection(s) were selected that is/are 
associated with this subset. 



 6. Notify Principal Engineer/Engineer of Record so 
they can apply their Digital Signature 



 



 7. Apply the QA/QC stamp after the discipline 
subset has been digitally signed. 



Section 3.1 



I have performed and checked that all the tasks above were performed correctly. 
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http://www.ct.gov/dot/lib/dot/documents/aec/Digital_Project_Development.pdf#page%3D61


http://www.ct.gov/dot/lib/dot/documents/aec/Digital_Project_Development.pdf#page%3D56
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CONCRETE LIP CURBING (MACHINE FORMED)



FOR CATCH BASINS IN A LINE OF 6’’ (152) BITUMINOUS



CONCRETE CURBING OR 6’’ (152) STONE CURBING



FOR CATCH BASINS IN A LINE OF 6’’ (152)



GENERAL NOTES:



 



�’’(13)



�’’ (13) (13)



�’’ 



�’’(13)



�’’(13)



�’’(13)



SEE NOTE 10.



SPACER 2"-6" MAX.



TF SEE NOTE 11



11. TOP OF FRAME (TF) ELEVATION SHALL BE MEASURED IN THE CENTER OF GRATE @ GUTTER LINE.



 



   AS NEEDED TO PROVIDE PROPER GRADE SHOWN ON PLANS.



10. SPACER MAY BE CMU OR PRECAST WITH REQUIRED REINFORCING (RECOMMENDED BY THE MANUFACTURER)



 9. LATEST STATE OF CONNECTICUT’S STANDARD SPECIFICATIONS AND SUPPLEMENTALS SHALL GOVERN.



   PRIOR TO SHIPPING.



 8. MINIMUM CONCRETE COMPRESSIVE STRENGTH OF F’c = 4000 PSI (27,580 kPa) SHALL BE OBTAINED 



   IMMEDIATELY ABOVE THE BOTTOM OF THE PERVIOUS BACKFILL.



 7. TO CONVEY SUBSURFACE DRAINAGE, OPENINGS SHALL BE FORMED IN THE FOUR WALLS AT OR 



   FIRST 10’ (3.048m).



   INSIDE DIMENSION SHALL REMAIN THE SAME. 12" ( 305mm) THICKNESS WILL START AFTER THE 



 6. WALL THICKNESS OF ALL CB’S OVER 10’ (3.048m) DEEP SHALL BE INCREASED TO 12" (305mm) THICK. 



   OF 3" (75mm.) NO PROJECTION SHALL EXTEND INSIDE THE LIMITS NOTED BY **.



   CONNECTICUT’S STANDARD SPECIFICATIONS. CORBELLING SHALL BE PERMITTED TO A MAXIMUM 



   WITH THE OVER ALL DIMENSIONS SHOWN HERE AND SECTION 5.07 OF THE STATE OF 



 5. IF MASONRY UNITS ARE REQUIRED, THE BASIN SHALL BE CONSTRUCTED IN CONFORMANCE



   OF CONTINUOUS GRADE OR AS DIRECTED.



 4. USE 6’-0" (1.830m) ON UPGRADE SIDE OF CONTINUOUS GRADE AND 1’-0" (305mm) ON DOWNGRADE SIDE 



   INCLUDED IN THE BID PRICE FOR THE TYPE OF CATCH BASIN INSTALLED.



   WITH A LAYER OF TAR PAPER OR APPROVED EQUAL. THE COST FOR THE PAPER SHALL BE 



 3. ALL FACES OF STRUCTURES IN CONTACT WITH CONCRETE PAVEMENT SHALL BE COVERED 



   SPECIFIED ON THE PLANS, IT SHALL BE CONSTRUCTED AS DIRECTED BY THE ENGINEER.



 2. USE APPROPRIATE CONCRETE TOP FOR CURBING SHOWN ON PLANS. IF CURBING IS NOT



 1. FOR DETAILS OF FRAME AND GRATE SEE STANDARD SHEET HW-507_08.



TF



1



2



3



7/28/11 REMOVE MIN. DROP NOTE



9/15/11 MODIFIED DETAILS TO BE CONSISTANT WITH PRECAST



9/30/11 ADD SPACERS AND NOTE 10.



ADD NOTE 11
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(W150x13)
W6x8.5 POST



 



(W200x19)
W8x13 POST



 



  MUST BE INSTALLED ON ANY RUN OF RAIL.



  6’(1829) FROM THE EDGE OF THE ROADWAY. A MINIMUM OF THREE DELINEATORS



5. INSTALL DELINEATORS ON RAIL THAT IS PARALLEL TO AND NOT GREATER THAN 



  WHERE IT SHALL BE YELLOW.



  STREETS,  HIGHWAYS, RAMPS, AND ONE WAY ROADS IN THE DIRECTION OF TRAVEL



4. REFLECTIVE SHEETING SHALL BE WHITE EXCEPT ON THE LEFT SIDE OF DIVIDED 



  SPACING.



3. DELINEATORS SHALL BE INSTALLED ON THE POST CLOSEST TO THE DESIGNATED



2. REFLECTIVE SHEETING SHALL CONFORM TO M.18.09.2.



  ALUMINUM IN ACCORDANCE WITH M.18.13.



1. DELINEATORS SHALL BE FORMED OF .080 POLY-CARBONATE OR .080 SHEET



RADIUS < 300’(91440) - SPACE EVERY 25’(7.62m)



  STANDARD R-B 350 GUIDERAIL. 



  OR SAFETY SHAPE PARAPETS (POSTS 3 THOUGH 6), MD-B 350, SYSTEM 5 & 5A, AND 



4. W6x8.5 (W150x13) POSTS, 6’-0’’(1829) LONG, ARE USED WITH TRANSITIONS TO VERTICAL 



  OR SAFETY SHAPE PARAPETS (POSTS 1 AND 2) AND SYSTEM 6.



3. W8x13 (W200x19) POSTS, 7’-6’’(2286) LONG, ARE USED WITH TRANSITIONS TO VERTICAL 



2. W6x9 (W150x14) POSTS MAY BE USED IN PLACE OF W6 x 8.5(W150x13) POSTS.



  ELEMENTS.



  ON EXPRESSWAYS AND RAMPS SHALL USE CLASS B TYPE II (10 GAUGE) W-BEAM RAIL 



1. NEW R-B 350 GUIDERAIL INCLUDING SYSTEMS, ANCHORS AND TRANSITIONS INSTALLED
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W6x8.5 POST



DRILLING IN ROCK FOR GUIDERAIL POSTS



6’-3’’ (TYP.) POST SPACING



BLOCKOUT (TYP.)



(150x203x356)



6’’ x 8’’ x 14’’
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EMBEDMENT OF 42�" (1070) 



THE DEPTH OF FULL 
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DRILL 8" (203) DIA. HOLE 



IS > 18" (457) DEEP 



IF SOIL DEPTH 



SIDEWALK APPLICATION



 



UNDERGROUND OR LOW PROFILE OBSTRUCTION)



 



END ANCHORAGE



METAL BEAM RAIL



(TYPE R-B 350) GUIDERAIL



 AGGREGATE



 PROCESSED



SEE NOTE 9



SEE NOTE 9



SEE NOTE 9



SEE NOTE 9



10. MINIMUM RAIL HEIGHT FOR NEW CONSTRUCTION SHALL BE 29" (737) + 1" (25).



   A MINIMUM OF 2’ (610) BEHIND THE GUIDERAIL POST AND COMPACTED IN 6" (150) LIFTS.



   DEPTH OF PROCESSED AGGREGATE SHALL BE INSTALLED FROM THE PAVEMENT EDGE OR BACK OF CURB TO



 9. AS DIRECTED BY THE ENGINEER AND WHERE PAVEMENT FOR RAILING IS NOT BEING INSTALLED,  A MIN. 6"



   BACKFILLED WITH SUITABLE MATERIAL.



   BACKFILLED WITH CONTROLLED LOW STRENGTH MATERIAL (CLSM). 8" (203) DIA. HOLE SHALL BE



   COMPACTED IN 6" (150) LIFTS BEFORE DRIVING POST OR POSTS MAY BE SET IN EXCAVATED HOLE AND 



 8. 20" (507) DIA. EXCAVATED HOLE SHALL BE BACKFILLED WITH SUITABLE MATERIAL, OR GRANULAR FILL 



   TYPE-II (10 GAUGE) W-BEAM RAIL ELEMENTS.  



 7. ALL R-B 350 GUIDERAIL TYPES INSTALLED ON EXPRESSWAYS AND RAMPS SHALL USE CLASS B, 



   RAIL HEIGHT IS MEASURED FROM THE GROUND DIRECTLY BELOW THE RAIL.



   TO THE RAIL. IF THE RAIL IS INSTALLED BEYOND 2’(610) FROM THE EDGE OF PAVEMENT, THE 



   OF THE EDGE OF PAVEMENT, THE RAIL HEIGHT IS MEASURED FROM THE SHOULDER SLOPE EXTENDED



   SLOPES 10:1 OR FLATTER AND WITHOUT CURBING. IF THE RAIL IS INSTALLED WITHIN 2’(610)



 6. W-BEAM GUIDERAIL MAY BE PLACED 1’ (305) OR MORE FROM THE EDGE OF PAVEMENT ONLY ON



   SHOULD BE AVOIDED.



   IN THE BID PRICE PER FOOT OF GUIDERAIL. EXTRA BLOCKOUTS AT TRANSITION TO BRIDGE PARAPETS 



   SERIES  OF POSTS. THE COST OF ADDITIONAL BLOCKOUTS AND LONGER BOLTS SHALL BE INCLUDED 



 5. THREE BLOCKOUTS MAY BE USED FOR ONE POST ONLY. TWO BLOCKOUTS MAY BE USED FOR A 



   AND THE RAIL ELEMENT SHALL BE PLACED A MAXIMUM OF 9’’(229) BEHIND THE FACE OF CURB.



   ROADWAYS (<45mph 72.4kph), 6’’(152) CURBING MAY BE USED IN CONJUNCTION WITH GUIDERAIL 



   AND THE RAIL ELEMENT SHALL BE PLACED FLUSH WITH THE FACE OF CURB. ON LOW SPEED 



   ROADWAYS (>45mph 72.4kph), 4’’(102) CURBING MAY BE USED IN CONJUNCTION WITH GUIDERAIL 



 4. RAIL HEIGHT WITH CURBING SHALL BE MEASURED FROM THE TOP OF PAVEMENT. ON HIGH SPEED 



   NOTED ON THE PLANS, IS INCLUDED IN THE PAY ITEM FOR GUIDERAIL.



   TO THE PROPER RADIUS AND GALVANIZED AFTER FABRICATION. RADIUS RAIL WHEN REQUIRED AND 



 3. FOR CURVES WITH RADII OF 150’(45.7m) OR LESS, ALL RAIL ELEMENTS SHALL BE SHOP FABRICATED



   POST TO THE FACE OF OBJECT.



   OF 6’-3’’(1905) IS 4’-3’’(1295).  DEFLECTION REQUIREMENT IS  MEASURED FROM THE BACK OF 



 2. MAXIMUM DESIGN DEFLECTION FOR R-B 350 GUIDERAIL AT THE STANDARD POST SPACING 



 1. SEE SHEET HW-910_01 FOR HARDWARE AND DELINEATOR DETAILS.



REVISED NOTE 9 FOR USE OF PROCESSED AGGREGATE



AND REMOVED NOTE 6 FOR WEATHERING STEEL



NOTE 6



VARY SEE



OFFSET MAY



1’(305) TYP.



(SEE NOTE 5)



SEE DETAIL A
TYPICAL RAIL MOUNTING
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HW-911_04



6/11



AREA OF CONCERN



GENERAL NOTES:



STEEPER THAN 4:1



(FIXED OBJECT OR EMBANKMENT)



OBJECT



AS REQUIRED FOR FIXED



METAL BEAM RAIL SYSTEM



SHOULDER



TOP OF 12:1
   FIL



L SLOPE



DIRECTION OF TRAFFIC



  SLOPE



10 : 1 MAX.



12 : 1 TYP.



(SEE NOTE 2)



MIN. CLEAR ZONE



EDGE OF SHOULDER



EDGE OF TRAVELWAY



(152)



6’’ 



(457)



18’’



2’ (610
) MIN.



ALL METRIC DIMENSIONS ARE IN MILLIMETERS (mm) UNLESS OTHERWISE NOTED.  



SEE NOTE 3



FLARE



FACE OF GUIDE RAIL - SEE NOTE 1



NON-MOUNTABLE (> 4" (100) /W ) CURBING LIMITS



MAY  BE INSTALLED.



4" (100) MOUNTABLE CURBING



(SEE NOTE 4)



OFFSET FROM LINE OF RAIL



INSTALL END ANCHORAGE WITH 
HEIGHT POST



LAST FULL



TYPICAL GRADING FOR GUIDERAIL TURN-DOWN END ANCHOR APPROACH TO AREA OF CONCERN



TYPICAL GRADING PLAN FOR W-BEAM



GUIDERAIL TURN-DOWN END ANCHOR



LENGTH OF NEED DISTANCE VARIES



ADDED NOTE 4, REVISED TITLE AND NOTES



  SEE HW-911_01 AND PLANS.



4. TURN-DOWN END ANCHOR OFFSET DISTANCE MAY VARY BASED ON ANCHOR TYPE INSTALLED. 



3. FLARE RATE VARIES BASED ON DESIGN SPEED OF ROAD. SEE PLANS.



  CLEAR ZONE VARIES. SEE PLANS.



  ROADWAYS, THIS DISTANCE IS MEASURED FROM THE CENTER LINE. 



  CLEAR ZONE.  FOR TRAILING END TURN-DOWN END ANCHORS ON DUAL DIRECTION



2. LEADING END TURN-DOWN END ANCHOR MUST BE INSTALLED OUTSIDE DESIGN



  WITH CURBING: FACE OF GUIDERAIL MUST BE PLACED FLUSH WITH FACE OF CURBING.



  PLACEMENT ON SLOPES AND DESIGN DEFLECTION DISTANCES.



  SHOULDER. REFER TO GUIDERAIL STANDARD SHEETS FOR CRITERIA OF RAIL



  WITHOUT CURBING: FACE OF GUIDERAIL MAY BE PLACED BEYOND THE EDGE OF



1. THE PLACEMENT OF THE FACE OF GUIDERAIL SHALL BE AS FOLLOWS:
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6/11 REVISED NOTES FOR LOCATION TO USE PAVEMENT FOR RAIL



  SHALL BE USED UNDER RAILING. SEE HW-910_02 AND 03.



2. WHEN PAVEMENT FOR RAILING IS NOT REQUIRED, PROCESSED AGGREGATE



      D) WITHIN OR ABUTTING WATER COMPANY OWNED AREA.



           



        THE EDGE OF ROAD AND PARALLELING IT.



  C) WHEN THE RIVER OR STREAM IS LESS THAN 50’(15m) FROM  



        FOR A MINIMUM LENGTH OF 50’(15m).



  B) AT THE APPROACHES TO BRIDGES OVER STREAMS AND RIVERS  



  A) WITHIN A MAPPED AQUIFER PROTECTION AREA.



  FOLLOWING LOCATIONS:
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HIGHWAY



STANDARD SHEET INDEX
HW_INX



ENDWALLS,  SLOPE PAVED INLETS AND OUTLETSHW-506_01



TYPE "D-G" & "L"  ENDWALLSHW-506_02



ENDWALLS FOR PIPE ARCHHW-506_03



HW-507_02   TYPE "C", "C-L" & DOUBLE GRATE TYPE - I 



HW-507_03   TYPE "C", "C-L" & DOUBLE GRATE TYPE - II 



GRANITE STONE TRANSITION CURBING                                 HW-813_01



HW-821_01a   TRANSITION 45" (1145) F-SHAPE TO 45" (1145) VERTICAL SHAPE SHEET 1         



HW-821_01b   TRANSITION 45" (1145) F-SHAPE TO 45" (1145) VERTICAL SHAPE SHEET 2         
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FENCES AND BARWAYSHW-905_01



HW-910_03   METAL BEAM RAIL (TYPE MD-B 350)                                                          



HW-910_04   METAL BEAM RAIL (TYPE R-B 350) SYSTEMS 5, 5A, & 6                         



HW-910_05   METAL BEAM RAIL R-B 350 SPAN TYPE I, II, III SECTIONS                     



HW-910_06   R-B 350 BRIDGE ATTACHMENT SAFETY SHAPE PARAPET                           



HW-910_07   R-B 350 BRIDGE ATTACHMENT VERTICAL SHAPE PARAPET                       



HW-910_08   R-B 350 BRIDGE ATTACHMENT TRAILING END                           



CURVED GUIDERAIL TREATMENT DETAIL                                            HW-910_11



HW-910_12b   MERRITT PARKWAY GUIDERAIL                                                      



HW-910_12c    MERRITT PARKWAY GUIDERAIL TRAILING END ATTACHMENTS                      



HW-910_14b   THRIE-BEAM 350 GUIDERAIL TRANSITION TO R-B 350 GUIDERAIL                  



HW-910_15   MD-B 350 MEDIAN BARRIER SAFETY SHAPE ATTACHMENT TYPE I                          



HW-910_17   R-B TERMINAL SECTION                                             
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                      ANCHOR FOR BOTH LEADING AND TRAILING END USING DESIGN CLEAR ZONE DISTANCE 



                      FOR DUAL DIRECTION ROADWAYS, INSTALL IN THE  SAME MANNER AS TYPE I END 



  R-B TYPE II END ANCHOR: INSTALL ONLY ON ROADWAYS WITH DESIGN SPEEDS < 45mph (72kph). 



                       



                      MEASURED FROM THE GUIDERAIL LINE EXTENDED AND OFFFSET 4'-6" (1372).



                      DOUBLE YELLOW LINE. INSTALL TRAILING END ON SINGLE DIRECTION ROADWAYS



                      DIRECTION ROADWAYS IN THE SAME MANNER EXCEPT MEASURE CLEAR ZONE FROM THE



                      4'-6''(1372) FROM THE LINE OF GUIDERAIL EXTENSION. INSTALL TRAILING END ON DUAL



                      TRAVEL WAY LINE TO END POST AS SHOWN ON PLANS, THEN PLACE CONCRETE ANCHOR 



6. R-B TYPE I END ANCHOR:  INSTALL LEADING END USING DESIGN CLEAR ZONE DISTANCE MEASURED FROM 








						2013-07-24T10:56:59-0400


			Leo L. Fontaine








						2013-07-24T14:55:36-0400


			James H. Norman



















2 : 1 SLOPE



 SPREAD



OR ROOT



TREE BALL



SPREAD



OR ROOT



TREE BALL



PLANTING MEDIUM



TREE PIT



RUBBER HOSE



PLASTIC OR



MEDIUM



PLANTING



SPREAD



OR ROOT



TREE BALL



V
A



R
I
E
S



V
A



R
I
E
S



DIAMETER (MIN.)



TWICE ROOTBALL



ANGLE AND DRAW VERTICAL



DRIVE SUPPORT POST AT 



FINISHED GRADE



SPREAD



OR ROOT



TREE BALL



V
A



R
I
E
S



8
’ 
-
 
4
’’
 M



I
N
. SUBGRADE



UNDISTURBED



ROOT BALL ON



 



PLANTING MEDIUM



40°|



45°|



GRADE



FINISHED



PLASTIC OR RUBBER HOSE



RUBBER HOSE



PLASTIC OR



SUBGRADE



UNDISTURBED



ROOT BALL ON



DIAMETER (MIN.)



TWICE ROOT BALL



TREE PIT



ROOT SPREAD



TREE BALL OR
TREE PIT



EXAMPLES OF MINIMUM SIZE OF ROOT BALL FOR NURSERY GROWN PLANTS.



-



-



- -



ROOT SPREAD



TREE BALL OR



GRADE



FINISHED 



  SUBGRADE



 UNDISTURBED



 ROOT BALL ON



(SEE NOTE 3)



TO TIGHTEN (TYP.)



GALVANIZED WIRE TWIST 



MULCH TYP.



4’’(102) WOOD-CHIP



SAUCER TYP.



18"(457) BEYOND { EARTH



4’’(102) WOOD-CHIP MULCH SAUCER TYP.



EARTH



6’’(152) DEEP



(
2
.5



4
m
)



OF ROOT BALL 



DRIVE 3’ -0’’(914) INTO GROUND OUTSIDE



2’’ X 2’’(51x51) HARDWOOD STAKES TYP.



SAUCER TYP.



BEYOND { EARTH 



MULCH 18’’(457)



4’’(102) WOOD-CHIP 



4’’(102) WOOD-CHIP MULCH TYP.



SAUCER TYP.



6’’(152) DEEP EARTH  



FLAG TYP.



 DIAMETER MIN.



TWICE ROOT BALL



2’ -0’’(610) LONG TYP.



ANCHOR STAKE



POST



6’-0’’(1.8m) SUPPORT



INCHES(mm)



CALIPER*



INCHES(mm)



PLANTING PIT SIZE



INCHES(mm)



BALL DIAMETER



8(203)



10(254)



12(304)



14(356)



16(406)



20(508)



24(610)



28(711)



32(813) 



38(965)



42(1166)



54(1372)



�(12.5)



�(19)



1(25)



1�(38)



2(50)



2�(65)



3(75)



3�(90)



4(100)



5(125) 



6(150)**



16(406)



20(508)



24(610)



28(711)



32(813)



40(1016)



48(1219)



56(1422)



64(1626)



76(1930)



84(2134)



108(2743)



   NURSERY STOCK, PUBLISHED BY THE AMERICAN ASSOCIATION OF NURSERYMEN.
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GENERAL NOTES:
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VERTICAL SHAPE PARAPET



              



12. MINIMUM RAIL HEIGHT FOR NEW CONSTRUCTION SHALL BE 29" (737) + 1" (25).                                                   



     ELEMENTS.



     INSTALL W-BEAM TERMINAL CONNECTOR OUTSIDE OF THE NESTED GUIDERAIL 



   FOR TRAILING END:



     INSTALL W-BEAM TERMINAL CONNECTOR BETWEEN NESTED GUIDERAIL ELEMENTS.



   FOR DUAL DIRECTION ROADWAY FOR APPROACHING TRAFFIC:



     INSTALL W-BEAM TERMINAL CONNECTOR BETWEEN NESTED GUIDERAIL ELEMENTS.



11. FOR SINGLE DIRECTION ROADWAY:



10. ADDITIONAL BLOCKOUTS WITH POSTS 1 THROUGH 6 SHOULD BE AVOIDED.



     ANCHORED AS DETAILED ON THE STRUCTURE SHEETS.



     (B) FOR NEW PARAPETS OR BARRIERS, THE W-BEAM TERMINAL CONNECTORS SHALL BE



     CONCRETE OR AS RECOMMENDED BY THE MANUFACTURER OF BONDING MATERIAL. 



     INCLUDE A MINIMUM EMBEDMENT DEPTH OF 10’’ (254) INTO SUITABLY REINFORCED



     BE �’’ (13). THE 12’’ (305) MINIMUM LENGTH OF CHEMICALLY ANCHORED BOLTS SHALL



     DETAILED ON STRUCTURE SHEETS. MAXIMUM BOLT PROJECTION BEYOND THE NUT SHALL



     USING FOUR �’’ x 12’’ (22 x 305) CHEMICALLY ANCHORED BOLTS WITH WASHERS OR AS



     (A) AT EXISTING PARAPETS EACH W-BEAM TERMINAL CONNECTOR SHALL BE ANCHORED



 9. ANCHORAGE:  



   MAY BE USED. ADJUST RAIL HEIGHT AS REQUIRED.



   IS 4’’ (102).  HOWEVER, ON LOW SPEED ROADWAYS (<45 MPH (72kPH)) A 6’’ (152) CURBING



   4’’ (102) REVEAL. THE PREFERRED CURBING FOR HIGH SPEED ROADWAYS (>45 MPH (72kph))



   CONCRETE PARK CURBING OR PRECAST CONCRETE TRANSITION CURBING SET WITH A 



 8. FOR NEW CONSTRUCTION WHERE CURBING IS NEEDED, USE EITHER 4’’ (102) BITUMINOUS



   HEIGHT TRANSITION. 



   MEASURED FROM THE TOP OF CURBING TO THE TOP OF RAIL. SEE DETAIL D FOR 



 7. FOR THIS APPLICATION WHEN CURBING IS USED, R-B 350 RAIL HEIGHT MUST BE



   EXPRESSWAYS AND RAMPS.



 6. USE CLASS B (10 GAUGE) TYPE II W-BEAM RAIL ELEMENTS FOR INSTALLATIONS ON



   DO NOT ATTACH RUBRAIL TO BACK OF POST 6.



 5. THE RUBRAIL MAY BE SHOP BENT IN THE LAST 3’ (914) TO FACILITATE INSTALLATION.



    IS ATTACHED TO POST 5 WITH A �’’ x 1�’’  (16 x 32) BUTTONHEAD BOLT.



   WITH A �’’ (16) BUTTONHEAD BOLTS (SEE CHART FOR BOLT LENGTH). RUBRAIL ONLY 



 4. RUBRAIL BLOCKOUTS FOR POSTS 1 THROUGH 4 ARE ATTACHED TO POST AND RAIL 



   AND/OR LOWER RUBRAIL.



 3. POSTS 1 THROUGH 5 REQUIRE AN ADDITIONAL HOLE TO ATTACH LOWER BLOCKOUTS



   TRANSITION ARE W6 x 8.5(W150x14), 6’ (1829) LONG.



 2. POSTS 1 AND 2 ARE W8 x 13(W200x19), 7’-6’’ (2286) LONG. ALL OTHER POSTS IN 



      (D) VERTICAL FACE FOR LEADING AND TRAILING ENDS ON DUAL DIRECTION ROADWAYS.



      (C) VERTICAL CONCRETE PARAPET WITH SIDEWALK.



      (B) VERTICAL WALL OR ABUTMENT FACE.



         VERTICAL  SHAPE PRIOR TO GUIDERAIL ATTACHMENT.



         THE END OF THE PARAPET SHALL BE MODIFIED OR TRANSFORMED TO A 



         ELECTRICAL  JUNCTION BOX WITHIN 8’ (2438) OF THE END OF THE PARAPET,



      (A) WHEN ANY SAFETY SHAPE (F-SHAPED OR JERSEY SHAPE) PARAPET HAS AN



   FOLLOWING LOCATIONS: 



 1. THIS R-B 350 GUIDERAIL TRANSITION IS APPROPRIATE FOR CONNECTION AT THE 



ITH CURBINGW
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ALL METRIC DIMENSIONS ARE IN MILLIMETERS (mm) UNLESS OTHERWISE NOTED



9. D = INSIDE DIAMETER OF PIPE.



8. STEEL GRATE SHALL CONFORM TO ASTM A-36 STEEL.



7. ALL REINFORCING BARS SHALL HAVE A 3" (76) MIN. COVER.



  AWS D1.1 -  STRUCTURAL WELDING CODE.



  WELDING SHALL BE PERFORMED IN ACCORDANCE WITH 



  BE GALVANIZED IN ACCORDANCE WITH M.06.03. ALL 



  APPROXIMATE WEIGHT = 45 LBS. (20kg) THE GRATE SHALL 



  HYDRAULIC PRESSURE, WELDED, OR ELECTROFORGED.



6. STEEL GRATING SHALL BE MECHANICALLY LOCKED UNDER     



  OF CLASS ’’A’’ CONCRETE OR CEMENT RUBBLE MASONRY.



5. TYPE ’’D-G’’ AND ’’L’’ ENDWALLS SHALL BE CONSTRUCTED 



  THEIR FUNCTION PROPERLY.



  IN ORDER TO ALLOW THE BEARING BARS TO PERFORM 



  OPENING PARALLEL TO THE LONG AXIS OF THE GRATE 



  MUST BE TAKEN TO HAVE THE SHORT AXIS OF THE WELL 



4. WHEN CONSTRUCTING TYPE ’’D-G’’ ENDWALLS, CARE 



3. ALL CONSTRUCTION DIMENSIONS ARE NOMINAL.



  APPROXIMATELY 1" (25).



  EXPOSED SURFACES SHALL BE CHAMFERED 



2. FOR ALL TYPE ’’D-G’’ & ’’L’’ ENDWALLS, ALL EDGES OF 



  WHERE THEY ARE OUTSIDE THE DESIGN CLEAR ZONE.



1. THESE ENDWALLS SHALL ONLY BE USED AT LOCATIONS 
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